
WESTPORT OIL AND GAS COMPANY, L.P.

1670 Broadway Suite 2800 Denver Colorado 80202

Telephone: 303 573 5404 Fax: 303 573 5609

March 24, 2003 FEDERAL EXPRESS

Diana Mason
Utah Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
Salt Lake City, UT 84114-5801

RE: Application For Permit To Drill
HELPER FIELD
Township 13 South - Range 11 East, S.L.B.&M.
North Bench State 12-32
SWNW Section 32
North Bench State 23-32
NESW Section 32
North Bench State 32-32
SWNE Section 32
North Bench State 33-32
NWSE Section 32
North Bench State 42-19
SENE Section 19
Carbon County, Utah
Township 14 South-Range 11 East, S.L.B.&M.
Wellington Federal 44-6 SWD
SESE Section 6
Carbon County, Utah

Dear Ms. Mason:

Please find enclosed for your consideration and approval one (1) original and one (1) copy of the remaining
materials to be included with the previously mailed Application For Permit To Drill for the above referenced
wells.

Diana, I want to thank you for all of your assistance last week. Hopefully, with the enclosed paperwork, we will
meet the State of Utah requirements for an approved APD package. If you find any additional materials you need
or require, please don't hesitate contacting me.

Sincerely,
WESTPORT OIL AND GAS COMPANY, L. P.

Debby J. Black
Engineering Technician
303 575-0 l 13 or
dblack@westportresourcescorp.com

xc: Dan Carroll, Robert
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STATE OF UTAH FORM 3

0 g 4 DEPARTMENT OF NATURAL RESOURCES
U 1 DIVISION OF OIL, GAS AND MINING AMENDED REPORT

(highlight changes)

5. MINERAL LEASE NO. 6. SURFACE:APPLICATION FOR PERMIT TO DRILL ML-48134 STATE
1A. TYPE OF WORK DRILL REENTER DEEPEN 7. IF INDIAN, ALLOTTEE OR TRIBE NAME:

B. TYPEOFWELL: OIL GAS OTHER SINGLE ZONE MULTIPLEZONE 8. UNITorCAAGREEMENTNAME:

2. NAME OF OPERATOR: 9. WELL NAMEand NUMBER:

WESTPORT OIL AND GAS COMPANY, L. P. North Bench State 42-19
3. ADDRESS OF OPERATOR: CiTY STATE ZIP PHONE NUMBER 10. FIELDAND POOL, OR WILDCAT:

1670 Broadway - Suite 2800 Denver, CO 80202-4800 (303) 573-5404 Helper Field - Ferron Coal
4. LOCATION OF WELL (FOOTAGES) 11. QTR/QTR,SECTlON, TOWNSHIP, RANGE,9 2947Y §4.92354 MERIDIAN:

ATSURFACE: 211l' FNL, 1204' FEL
- / / O . 72 (ZÑ SENE, Sec. 19, T 13 S, R 11 E,

AT PROPOSED PRODUCINGZONE: Sa111e S.L.B.&M.
14. DlSTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE: 12. COUNTY: 13. STATE:

approximately 9.8 miles ESE from Price, UT Carbon UTAH
15. DlSTANCE TO NEAREST PROPERTY OR LEASE LINE (FEET) 16. NUMBER OF ACRES IN LEASE: 17. NUMBEROF ACRESASSlGNED TO THIS WELL:

1204' 365.65 acres 160 acres
18. DISTANCE TO NEAREST WELL(DRILLING, COMPLETED, OR 19. PROPOSED DEPTH: 20. BOND DESCRIPTION:

APPLIED FOR) ON THIS LEAS F4E0n0'

4,650' Statewide Blanket RLB005236
21. ELEVATIONS (SHOW WHETHER DF, RT, GR, ETC.): 22. APPROXIMATEDATE WQRK WILL START: 23. ESTIMATED DURATION:

6751' Ungraded Ground Level Upon APD Approval 5 days drilling plus 9 days completion

24. PROPOSED CASING AND CEMENTING PROGRAM

SlZE OF HOLE CASING SIZE, GRADE, AND WEIGHT PER FOOT SETTING DEPTH CEMENT TYPE, QUANTlTY, YIELD, AND SLURRY WEIGHT

12.25" 625", S,28 ppf 0 -

465, 225 sx of Prem Plus, 2% Calcium Chloride, 0.25#lsx Poly E Flake, 15.6
ppg, Yield = 1.18cu ft / sx, enough volume to raise cmt to surface.

J·5' 5.5", K-55, 15.5 ppf 0 - TD 1255 sx of 50/50 Prem/Poz, 10% Cal-Seal, 1% Calcium Chloride,
n 95*¾ Poly E Flake, 12.5 ppg to 14.2 ppg, Yield = 1.97 cu ft /sx to
1.60 cu ft /sx, enough volume to raise cmt to surface casing.

25. ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHEDIN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES:

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLINGPLAN

EVIDENCE OF DIVISIONOF WATER RIGHTS APPROVAL FOR USE OF WATER FORM 5, IF OPERATOR IS PERSON OR COMPANY OTHER THAN THE LEASE OWNER

NAME(PLEASEPRIN, y Dwi $. C TITLE Senior Engineer RECE IVED
S1GNATURE DATE Ivíarch 13, 2003 MAR18 2003

(ThisspaceforStateuseonly) DIV.OFOIL,GAS&MINING

Approvedby the i
API NUMBERASSIGNED: APPROVAL: O SiOn O

Oil,Gas and Mining

APD ST North Bench State 42-19.xls APD North Bench State



T13S, RiiE, S. L.B. JcX WESTPORT RESOURCES CORP.
RR Well location, NORTH BENCH STATE #42-19,10 fi located shown in the SE 1/4 NE 1/4 of SectionEE 19, T13S, R11E, S.L.B.&M. Corbon County, Utoh.

40.21 (G.L.O.)N88°21'E
- 41.07 (G.L.O.)

BASIS OF ELEVATION
1947 erossncop 87·20'

SPOT ELEVATIONLOCATED ON A JEEP TRAIL IN THE NW 1/4of stones,Beoring (G.L.O.) OF SECTION 32, T13S, R11E, S.L.B.&M. TAKEN FROM THETree
DEADMAN CANYON QUADRANGLE, UTAH, CARBON COUNTY, 7.5
MINUTEQUAD. (TOPOGRAPHIC MAP) PUBLISHED BY THELOT 1 LOT 5 E UNITED STATES DEPARTMENT OF THE INTERIOR, GEOLOGICALo SURVEY. SAID ELEVATION IS MARKED AS BEING 6460 FEET.

BASIS OF BEARINGS
r,. BASIS OF BEARINGS IS A G.P.S. OBSERVATION.oI

LOT 2 NORTH

LOT 6

£7ev. Ungraded Ground = 6751 N
180 1965 Brass Cop

19 (G.L.O ) G2' Nigh, Steel
-

Post, Pile of Stones
1965 Brass Cap,
Pile of Stones

LOT3

SCALE
CERTIFICATE Uf;

THIS IS TO CERTIFY THAT THE ABO OM
FIELD NOTES OF ACTUAL SURVEYS lIE OR
SUPERVISIONAND THAT THE SAM TAUE AND CORRE THE
BEST OF MY KNOWLEDGEAND BEGE

: o
LOT 4

RE EREOLA RVEYO
REGI go. 16.11965 Brass Cap

1965 Brass Cap 1965 Brass Cop STAT0.6' High, PRe
0.5' High, Set G 4' High, Steelof Simes, Mining
Stone 48¾kæS8a909 5M"W

- 2627.39' (Meas.)
S89°03'46"W

- 2597.43' (Meas.)
'

UINTAH ENGINEERING & LAND SURVEYING
85 SOUTH 200 EAST - VERNAL, UTAH 84078

(435) 789-1017

SCALE DATE SURVEYED: DATE DRAWN:LEGEND:
1" = 1000 01-09-03 01-10-03

PARTY REFERENCES=
90° SYMBOL (AUTONOMOUS NAD 83) J.F. A.F. D.COX G.L.O. PLAT= PROPOSED WELL HEAD, LATITUDE =

39°41'00.31" (39.683419) WEATHER FlLEA = SECTION CORNERS LOCATED. LONGITUDE =
110°43'29.65" (110.724903) COLD WESTPORT RESOURCES
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STATE OF UTAH - MASTER DRILLING PROGRAM

Well Helper Field - Ferron Coal Program
Cardinal Draw Prospect

Sections 19 and 32: Township 13 South - Range 11 East
Section 6: Township 14 South - Range 11 East

Carbon County, Utah

Operator: Westport Oil and Gas Company, L. P.

INTRODUCTION

Westport Oil and Gas Company, L. P.'s (Westport) proposes Well Helper Field Ferron Coal Program in
Cardinal Draw Prospect located within Carbon County, Utah. The Well Helper Field Ferron Coal
Project (Project) consists of five (5) proposed locations for 5 wells and one (1) Salt Water Disposal well.
Four (4) of the wells are located in Sections 19 and 32 in Township 13 South - Range 11 East and one
(1) Salt Water Disposal located in Section 5 in Township 14 South - Range 11 East. At each location,
all wells will be drilled through the Ferron formation. The Project area can be accessed from county
roads, some improvement to roads for access to the well sites and production facility locations.

ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS

A table summarizing information for each of the five (5) wells, plus one (1) Salt Water Disposal well in
the Project are included in this document. In general, the ground elevation ranges from 6339 feet above
mean sea level (MSL) to 6734 feet MSL graded at stake. The top of the Ferron of the Mesa Verde
Formation lies approximately 2000 feet to 4150 feet below ground surface (BGS) and is 280 feet thick
resulting in total approximate depths of 2280 feet to 4430 feet BGS.

WELL NAME AND NUMBER LOCATION e- TD GR
North Bench State 41-19 NESE Sec. 19: T 13 S -R 11 E, 148WFSL, 12R' FEL 4480' 6734'
North Bench State 12-32 SENW Sec. 32: T 13 S - R 11 E, 1473' FNL, 1239' FWL 3420' 6419'
North Bench State 23-32 NESW Sec. 32: T 13 S -R 11 E, 1568' FSL, 2031' FWL 3200' 6341'
North Bench State 32-32 SWNE Sec. 32: T 13 S - R 11 E, 1500' FNL, 1500' FEL 3470' 6409'
North Bench State 33-32 NWSE Sec. 32: T 13 S - R 11 E, 1840' FSL, 1986' FEL 3200' 6339'
Wellington Federal 44-6 SWDW SESE Sec. 6: T 14 S - R 11 E, 937' FSL, 658' FEL 6485' 6087'

WELL NAME AND NUMBER FORMATION TOP BOTTOM
North Bench State 42-19 FERRON COAL 4150' 4430'
North Bench State 12-32 FERRON COAL 2920' 3200'
North Bench State 23-32 FERRON COAL 2700' 2980'
North Bench State 32-32 FERRON COAL 2970' 3250'
North Bench State 33-32 FERRON COAL 2700' 2980'
Wellington Federal 44-6 SWDw NAJAJO 5850' 6135'

RECElVED
MAR2 6 2003

1 of 8 Div OFOIL,GAS&MINING
Master Drlg Plan State - SWD
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PRESSURE CONTROL EQUIPMENT

Notification will be reported to the proper state and/or federal authorities 24 hours prior to
initial BOP test.

Blowout Preventer Hook Up

After initial WOC time has expired, a SOW l1" x 9.625" 5000 psi casing head will be installed. Test
wellhead weld to 2000 psi with hydraulic oil. BOP equipment will consist of an 11 5000 psi, double
ram preventer with blind and pipe rams as well as an annular preventer. An HRC valve will be installed
between BOP spool and choke manifold with controls on rig floor. Spool will be located between
casing head and BOP's.

Test pipe rams, blind rams and choke manifold to 5000 psi high pressure test and 300 psi low pressure
test perform this test with a test plug in the casing head and the casing head valve below the test plug
open. Test the annular preventer to 50% of rated working pressure (0.50x 5000 = 2500 psi). Test the
surface casing to 70% or the internal yield strength (0.70x 3950 psi = 2765 psi), refer to BLM Onshore
Order # 2, section III A - Well Control Requirements for a complete discussion of BOP, BOPE and
Surface Casing testing requirements. Record test results and notate on daily drilling reports to Westport
Oil and Gas Company, L. P.

The pipe rams will be operationally checked each 24 hours. Blind rams will be function tested each
time pipe is pulled out the hole, but not more than once every 24 hours. The annular preventer shall be
function tested weekly. A BOP pit level drill shall be conducted weekly for each drilling crew. All
BOP function tests and pit drills shall be properly noticed in the IADC tour sheets as they are performed.
Studs on all wellhead flanges will be checked for tightness each week. A drill stem safety valve will be
set in the open position and readily available on the rig floor at all times. Pipe and blind rams will be
tested to 5000 psi high/300 psi low at least once every 30 days to meet requirements.

Trips required after pressure anomalous zones are penetrated should be made at minimum rate to
prevent hole swabbing or pressure surges. Note: Keep hole full at all times.

Westport requests that they be allowed to employ the following safety measures and well control
equipment on its wells.

1. Prepare location for drilling rig. Drill rat hole and mouse hole.
2. Drill a 12.25" hole 10% of the total depth of each well. Run an electronic multi shot after

reaching surface hole total depth.
3. Run 8.625" surface casing and cement as specified in the casing and cementing sections of this

Master Drilling Plan. Thread lock guide shoe, float collar and bottom two joints of casing.
Run two jointsof casing between the float shoe and the float collar.

4. Waiting on cement time shall be adequate to achieve a minimum of 500 psi compressive
strength at the casing shoe prior to drilling out. Provide 24 hours prior notice to BLM office
for BOP test.

5. Cut off casing, weld on head and nipple up BOP. Pressure test BOP and BOPE to 5000 psi and
250 psi for 15 minutes. Test BOP and BOPE with a test plug.

6. After BOP test, test the surface casing to 70% of burst. Test pressure = 0.70 x 3950 psi = 2765
psi.

7. Drill stage collar, float shoe and 10' of new formation. Run shoe test to 10.5 ppg EMW.
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8. Drill a 7.875" hole to the top of the Ferron Coal with conventional rotary techniques and insert

bits and air mud system.
9. Run single point directional survey with every bit trip.
10. Run open hole logs as specified in the logging section.
11. Pending log evaluation, run sidewall cores or prepare to run 5.5" casing and cement in full

tension as specified in the casing and cementing section of this Master Drilling Plan.
12. Clean the location and release the drilling rig.

By allowance of the above measures for well control it is Westport's opinion that all operations will be
conducted safely.

Attached as Exhibit G & H are a schematics of the BOP Equipment and Choke Manifold.

LOCATION AND TYPE OF WATER SUPPLY

All water needed for drilling purposes will be obtained from the Price River municipal water source,
since this well will be primarily drilled with air therefore, minimal water will be needed.

MUD PROGRAM

The reserve pit will be lined with 9-mil liner.

Drilling fluid will be air and kept in optimum condition at all times. The representative will also be
readily available if any problems are encountered. Representative should plan to be on location prior to
and during any logging or casing running operations as well as during the conversion from fresh water
to gel system.

Spud in with water. Mix gel and lime as needed to clean the hole prior to running surface casing.
8.625" conductor casing will be set at 10% of the total depth of the well.

Interval Type Weight Viscosity, sec Fluid loss
Surface - 460' Gel/Lime 8.4 - 8.6 26 - 38 No Control
Surface - T.D. Air

Note:

1. Copy of mud engineers daily mud report will include accurate cost estimates and inventory
listings.

2. Copies of daily mud reports will be given to drilling foreman and left in doghouse.
3. Morning reports must contain current mud properties requiring the mud engineer to make mud

checks before 6:00 a.m.
4. Sweep the hole as frequently as the hole dictates.
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PROPOSED LOGGING PROGRAM

LOGGING TOOL TOP Iogged interval BOTTOM Iogged internal
Induction/GR/SP Base of conductor casing Total Depth
CNL-FDC (High Resolution) For 2000' or to base of surface Total Depth

casing

Electric logs will be acquired when total depth is reached. Short trips prior to logging will be at the
discretion of the drilling foreman on location. Viscosity of the mud will be raised to 45 - 50 sec/qt prior
to pulling pipe for logs.
The logging contractor will be notified 24 hours in advance.

Notes: 1. Under no condition will the logging tools be stopped in hole.
2. Caliper and measure all tools run in hole.

Drilling Samples

Collect samples as follows: 30' samples from 0 to 2600', 10' samples from 2600' to 2910', 10' samples
from 2910' to 3100' and 10' samples from 3100 to TD. Well site geologist: Bob Kozarek, home phone
(303-321-6180)

Mud Logging Unit

None

Hole Deviation Survey

Surface hole deviation is not to exceed 5' with surveys to be taken at 320' and more often if deviating.
Below surface casing deviation will not exceed 7° to total depth projected. Below surface, angle
changes between surveys will be limited to 1° per survey at 500' intervals.

Drilling Time

Electronic drilling time recorder (Pason or equivalent) is to be used. Note: Down time, lost circulation
and deviation surveys along with mud pump pressure, mud checks, weight on bit and rotary rpm are to
be recorded at the respective depths. The digital files are to be sent on floppy disk to the Sauer Denver
office at the end of the hole.

Surface Hole - 12.25 Inch Interval

1. Drill a 12.25" hole to 10% of well's total depth.
2. Circulate and sweep hole as necessary to clean hole.
3. Surface casing will be new 8.625" OD.
4. Thread lock the first two joints of pipe and float equipment. Increase torque values by 1.1 percent

when using thread lock. Run +/- 10% of TD of casing and install centralizers.
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Casing Selection

!! Specify special drift 40 ppf casing for 8.75" bit !!
Interval Size Weight Grade Thread Collapse Torque
0- 10% TD 8.625" 28.00 H 40 ST & C 1640 2610

Design & Safety Factors

Weight Grade Thread Depth Length Collapse Burst Tensile
28 H-40 ST & C 10% of TD 10% of TD 1.129 1.01 2.17

Notes: All collapse factors account for axial loading.

Cementing Surface Pipe

1. Circulate up one casing volume (approximately 20 barrels).
2. Work pipe.
3. Pump 10 bbls water ahead and test lines to 3,000 psi.
4. Mix and pump cement as per program.
5. Release top plug.
6. Reciprocate pipe while cementing and set on bottom as neat cement rounds the shoe.
7. Bump plug to 750 psi over final lifting pressure. However, do not exceed 2470 psi (70% of internal

yield strength). Hold for 5 minutes and check flow back. Hold pressure if the float fails.
8. Do not over displace more than 1.5 bbls.
9. WOC 8 hours. WOC time will be 8 hours before beginning to nipple up or the minimum amount of

time to achieve 500 psi compressive strength based on lab results.
12. Nipple up 11 inch x 5,000 psi BOP.

First Stage Cement Design

Vendor: Halliburton Surface Cement
Volume 10% of Total Depth to Surface
Yield 1.18 cu ft / sack
Mix Water 5.20 gallons / sack
Weight 15.6 ppg
Content Premium Plus Cement, 2% Calcium Chloride,

0.25#/sk Poly E Flake

Important:

1. Cement and water to be used must be checked in the lab for properties before mixing.

1. After WOC time has expired and the BOP is installed; if the cement on the outside of the surface
casing is not to ground level, top off with either a hot API premium cement or ready mix. Do not
use gravel. After reaching total depth and logging the well, Westport's Denver office will give
orders to plug and abandon wells, run side wall cores or run 5.5" production casing. If
production casing is to be run, drill pipe and bit will be RIH to TD and the hole conditioned for
casing. Short trips will be made necessary to insure the hole is in optimum condition. The hole
will be circulated a minimum of 4 hours prior to POOH for casing. Note: The hole and
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drilling mud will be in optimum condition prior to running production casing. Once hole
and mud are properly conditioned, drill pipe and collars will be POOH and lay down.

PRODUCTION CASING AND CEMENT PROGRAM - 8.75 Inch Interval

After reaching total depth and logging the well, Westport Oil and Gas Company's representative will
give orders to plug and abandon well, run side wall cores or run 5.5" production casing. If production
casing is to run, drill pipe and bit will be RIH to total depth and the hole conditioned for casing. Short
trips will be made as necessary to insure the hole is in optimum condition. The hole will be circulated a
minimum of four (4) hours prior to POOH for casing. Once hole and mud are properly conditioned, drill
pipe and collars will be POOH and lay down. New 5.5" casing will be run to bottom with appropriate
equipment.

The casing will be delivered to location immediately upon the decision to run. It will be racked
according to design and each joint numbered and tallied. The drilling foreman will be responsible for
accuracy in the racking and tallying process. Each jointwill be drifted using API drift. Any jointsnot
drifting properly will be replaced. All joints will be inspected for damaged threads and each thread
cleaned prior to running.

Weight Grade Thread Collapse Burst Tensile Torque
15.5 K-55 LT&C 4040 4810 248,000 2050

Notes: All collapse factors account for axial loading.

Run centralizers on the first 5 joints of casing. The shoe jointshould have centralizers on a stop ring
five (5) feet up from the shoe. Well site Engineer may revise.

After casing is run, circulate and work casing down until it is one foot off bottom. Circulate hole clean
and cement as follows:

1. Circulate bottoms up while working the pipe.
2. Pump 20 bbls. of chemical wash.
3. Shut down and test lines to 6,000 psi.
4. Mix and pump cement.
5. Drop top plug.
6. Displace with 2% KCL water.
7. Reciprocate the casing while the cement rounds the corner.
8. Bump plug to 750 psi over the final displacement pressure (approximately 3500 psi).
9. Hold pressure 5 minutes.
10. Check for flow back.
11. Shut in and hold pressure if the float equipment fails. Wait 8 hours or enough time to attain 500

psi compressive strength.
12. Pick up the BOP and set the casing slips.

Cement volumes are based on raising cement to base of surface with 30% excess. Once logs are
obtained, calculate actual hole volume and calculate new cement volumes based on log value plus 10%.
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Cement Specifications:

Stage Two Cement Design
Vendor: Halliburton Lead Tnail
Volume Cement back to surfacecasing Cementback to surfacecasing

Yield 1.97 cu ft / sack 1.60 cu ft / sack

Mix water 9.78 gallons per sack 7.89gallonsper sack
Weight 12.5ppg 14.2 ppg
Content 50/50Prem/Poz, 8% Gel total, 50/50Prem/Poz, 10% Cal-Seal,

10% Cal-Sealand 0.25#lsack 1% CalciumChloride,
Poly E Flake 0.25#/sackPolyE Flake

Tubing Head

1. Makea final cut on the 5.5". Set slips- casingin fulltension.
2. Installtubinghead and protective flange.

SURFACE AND MINERALOWNERSHIP:

Swface Owner: Schoo1InstitutionalTrust Land Administration(SITLA) 675 E. 500 South, Suite500,

Salt Lake City,UT 84102-2818,AttreMr. Ed Bonner,MineralSpecialist

MineralOwnership: School InstitutionalTrust Land Administration (SITLA)675E. 500South,Suite
500, Salt LakeCity,UT 84102-2818,Attn: Mr. Ed Bonner, MineralSpecialist

ABNORMALCONDITIONS

Below-normalpressuresare anticipated in the pilot and reamed hole. The surface sandsand the coalare

potential zones of lost circulation. Potential for lost circulation will be alleviated by the use of
compressed air as the drilling medium.

No hydrogen sulfide (H2S)has been encountered in or is known to exist in wells previously drilled to

similar depthsor to the targetcoal in the general Projectarea.

Maximum anticipatedbottom hole pressure ranges from approximately485 to 550 psig (calculated at

0.433 psiÏfootof hole). Maximum anticipated surfacepressure ranges from approximately 350 to 400

(bottom holepressure minus the pressure of a partially evacuated hole calculated at 0.33 psi/foot of

hole).

PLANS FOR RESTORATIONOF THE SURFACE

The top 6 inches of topsoilmaterial will be removed from the location and stockpiled separately on:

Adfacent und£sturbed land in a windrow fashion.

Topsoil alongthe access road will be reserved in place adjacent t the road.

Immediately upon completion of drilling, all equipment that is not necessary for production will be

removed.

7 g ECEIVE

MAR2 8 2003

DIVOF OIL, GAS &
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The reserve pit and that portion of the location not needed for production will be reclaimed.

Before any dirt work to restore the location takes place, the reserve pit must be completely dry.

Reclaimed roads will have the berms and cuts reduced and will be closed to vehicle use.

All disturbed areas will be re-contoured to replicate the natural slope.

The stockpile topsoil will be evenly distributed over the disturbed area.

Prior to reseeding, all disturbed areas, including the access roads, will be scarified and left with a rough
surface.

Seed will be broadcast, a harrow or some other implement will be dragged over the seeded area to assure
seed coverage.

The seed mixture will be used according to State of Utah recommended mixture.

The abandonment marker will be one of the following, as specified by the State of Utah:

1. at least four feet above ground level,
2. at restored ground level, or
3. below ground level.

In any case the marker shall be inscribed with the following: operator's name, lease number, well name
and surveyed description (township, range, section and either quarter-quarter or footage).
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Lessee's or Operator's Representative and Certification

Representative: Dan Carroll
Name: Dan Carroll
Address: 1670 Broadway, Suite 1800

Denver, CO 80202-4800
Phone: (303) 575-0137

Cell: (303) 819-1262

Certification:

I hereby certify that I, or persons under my direct supervision, have inspected the
proposed drill site and access route; that I am familiar with the conditions which
currently exists; that the statements made in this APD package are, to the best of
my knowledge, true and correct; and that the work associated with the operations
proposed herein will be performed by and its contractors and subcontractors in
conformity with this APD package and the terms and conditions under which it is
approved. I also certify responsibility for the operations conducted on that
portion of the leased lands associated with this application, with bond coverage
being provided under Westport's Statewide Blanket Bond RLBOO5236. This
statement is subject to the provision of 18 U.S.C. 1001 for the filing of a false
statement.

Dated: March 24, 2003
Da el S. Carroll, Senior
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WESTPORT OIL AND GAS COMPANY, L.P.
FERRON COAL PROJECT

NORTH BENCH STATE 42-19
SENE, 2111' FNL, 1204' FEL

Section 19: Township 13 South - Range 11 E, S.L.B.&M.
CARBON COUNTY, UTAH

DRILLING PROGNOSIS:

1. Prepare location for drilling rig. Drill rat hole and mouse hole.

2. Drill a 12.25" hole 10% of the total depth of well. Run an electronic multi shot after reaching
surface-hole total depth.

3. Run 8.625" surface casing and cement as specified in the casing and cementing sections of this
Master Drilling Plan. Thread lock guide shoe, float collar and bottom two joints of casing. Run
two jointsof casing between the float shoe and the float collar.

4. Waiting on cement time shall be adequate to achieve a minimum of 500 psi compressive
strength at the casing shoe prior to drilling out. Provide 24 hours prior notice to BLM office for
BOP test.

5. Cut off casing, weld on head and nipple up BOP. Pressure test BOP and BOPE to 5000 psi and
250 psi for 15 minutes. Test BOP and BOPE with a test plug.

6. After BOP test, test the surface casing to 70% of burst. Test pressure = 0.70 x 3950 psi = 2765
psi.

7. Drill stage collar, float shoe and 10' of new formation. Run shoe test to 10.5 ppg EMW.

8. Drill a 7.875" hole to the top of the Ferron Coal with conventional rotary techniques and insert
bits and air mud system.

9. Run single point directional survey with every bit trip.

10. Run open hole logs as specified in the logging section of Master Drilling Program.

I1. Pending log evaluation, run sidewall cores or prepare to run 5.5" casing and cement in full
tension as specified in the casing and cementing section of the Master Drilling Program.

12. Clean the location and release the drilling rig.

U:\UTAH\North Bench State 42-19\Drilling Plan North Bench State
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WESTPORT RESOURCES CORP.

NORTH BENCH FEDERAL #42-19
LOCATED IN CARBON COUNTY, UTAH

SECTION 19, T13S, R11E, S.L.B.&M.

PHOTO: VIEW OF LOCATION STAKE CAMERA ANGLE: SOUTHEASTERLY

PHOTO: VIEW FROM BEGINNING OF PROPOSED ACCESS CAMERA ANGLE: NORTHEASTERLY

Uintah Engineering & Land Surveying LOCATIONPHOTos 1 11 03 PHOTO
85 South 200 East Vernal, Utah 84078

- Since 1964 -

435-789-1017 uels@uelsinc.com TAKENBY:J.E DRAWNBY:J.L.G REVISED:



WESTPORT RESOURCES CORP.
1111115?LOCATION LAYOUT FOR gegyg

NORTH BENCH STATE #42-19
SECTION 19, T13S, RiiE, S.L.B.&M. c52111' FNL 1204' FEL

DIONSTRUNCT .. .

sc l. So Sto. 2+70

C-2.5' E-5.7'
E/. 49.1' E/. 40.9'

Round Corners
as Needed

Approx.
Top of I l l !
Cut Slope

8. 53.7 i

PIPE RACKS

C- Z1 C-4. J' - E-2.2'
(bim. pi 30' -

DoEL R 44.4'
-

A
- Sta. 1+35

PUMP

Apeprox.

MUD SHE

0±§O_
Fill Slope

C-14.
HOPPER xist. Drainage

(htm. pil) C-4.2' TOILETOPOWERB. 50.8'
C) TRASH

TOOLS STORAGENOTE: TANK
Pit Capacity with FUEL2' of Freeboard
= 1,770 Bb/s. 60' Sta. 0+00

C-1.6'
Ð. 48.2' F-5.8' F-16 8'8. 40.8' '

: Ð. 29. 8'

Existing
2-Track

Proposed Access Road

NO1ES:
Bev. Ungraded Ground At Loc. Stoke = 6750.9'/ UINTAH ENGINEERING & LAND SURVEYINC
FIN/SHED GRADE ELEV AT LOC. STAKE = 6746.6' 85 So. 200 Eu • Vernal, Utah 84078 * (435)



WESTPORT RESOURCES CORP.
TYPICAL CROSS SECTIONSFORX-Section

scale NORTH BENCH STATE #42--19
'¯ SECTION 19, T13S, R11E, S.L.B.&M

1" = So' 2111' FNL 1204' FEL
DATE: 01-10--03
Drawn By D.COX

60' 95'

CUT F/LL

STA 2+70

10' 30' 30' 95'

--------

LOCAT/0N STAKE

CUT
STA. 1+35

11 -

10 30' 30 95'
Preconstruction
Grade Finished Grade Slope= 1 1/2: 1

(Except pits)

CUT -

F/LL
I- \¯¯

STA. 0+80I

60°
95'

I

CUT

STA. 0+00

APPROXIMATEYARDAGES EXCESS MATERIALAFTER
CUT 5% COMPACTION = 1,070 Cu. Yds.

(6") Topsoil Stripping = 800 Cu. Yds. Topsoil & Pit Backfill = 1,070 Cu. Yds.
(1/2 Pit Vol.)

Remaining Location = 4,630 Cu. Yds.
EXCESS UNBALANCE = 0 Cu. Yds.

TOTAL CUT = 5, 4JO CU.YDS. (After Rehabilitotion)

FILL = 4,140 CU.YDS. UINTAH ENGINEERING & LAND SURVEYING
86 So. 200 Easi * Verrmi, UtaA 84078 * (435)
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PROPOSED LOCATION:
NORTH BENCH FEDERAL #42-19
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LEGEND: WESTPORT RESOURCES CORP.
O PROPOSED LOCATION N NORTH BENCH FEDERAL #42-19

SECTION 19, T13S, RllE,



l

. L . . . PROPOSED LOCATION:

LEGEND: WESTPORT RESOURCES CORP.
- - - - - - - - - - ruoi osaa Access RoAi N NORTH BENCH FEDERAL #42-19

EXISTlNGROAD SECTION 19, T13S, R11E, S.L.B.&M.
211l' FNL 1204'



. o PROPOSED LOCATION:FED21 IFED 5
ORTH BENCH FEDERAL #42-19

LEGEND: WESTPORT RESOURCES CORP.
pf DISPOSAL WELLS WATER WELLS N NORTH BENCH FEDERAL #42-19
e PRODUCING WELLS ABANDONED WELLS SECTION 19, T13S, RllE, S.L.B.&M.

SHUT IN WELLS - - TEMPORARILY ABANDONED 2111' FNL 1204'



þ WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 03/18/2003 API NO. ASSIGNED: 43-007-30907

WELL NAME: N BENCH ST 42-19

OPERATOR: WESTPORT OIL & GAS CO ( N2115 )

CONTACT: DEBBY BLACK PHONE NUMBER: 303-575-0113

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SENE 19 130s 110E

SURFACE: 2111 FNL 1204 FEL Tech Review Initials Date

BOTRTOM: 2111 FNL 1204 FEL Engineering

HELPER ( 18 ) Geology

LEASE TYPE: 3 - State Surface

LEASE NUMBER: ML-48134

SURFACE OWNER: 3 - State LATITUDE: 39.68359

PROPOSED FORMATION: FRSD LONGITUDE: 110.72428

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

v/' Plat R649-2-3.

w/' Bond: Fed[] Ind[] Sta[3] Fee[] ,Unit
(No. RLBOO5236 )

fd Potash (Y/N) R649-3-2. General

/ Oil Shale 190-5 (B) or 190-3 or 190-13 Siting: 460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception

No.MUNICIPAL ) y/'Drilling Unit
RDCC Review (Y/N)

(Date: )
Board Cause No:
Eff Date:

Fee Surf Agreement (Y/N) Siting:

R649-3-11. Directional Drill

COMMENTS: A (LS L y) <

STIPULATIONS: S



FEDERAL 5
FEDERAL 1

19 20 21 22

24 PRICE 4
FED3

HELPERFEDG-1 HELPERFEDG5 HELPER FIELD
HELPER FED D-10

CAUSE: 241-1 29 28 COAL ÇREEK 1 Ž7

CAUSE: 241-4 / 9-26-2000
HELPER FED G4

HELPER FED D-12
idri PER FRO G 2

USA CULVER 1

HELPER FED G-7
N BF N BE ST

HELPER FED G 3

36 31 N BENCH ST

N BEN
HELPER FED G4 2132

C U

HELPER FED G4

Ti4S R10E T14S R11E

MELPER FED ha
PRICE
FED4

OPERATOR: WESTPORT O&G CO (N2115)

SEC. 19 T13S, R11E

FIELD: HELPER (18)

COUNTY: CARBON

CAUSE: 241-4 / 9-26-2000 Utah OilGas and Mining
WELIS UNIT STATUS FIELD STATUS

/ GAS INÆCTION _ EXPLORATORY ARANDONED

GAS STORAGE GAS STORAGE
ACDVE N

NF PP OIL
• LOCATION ABANDONED

NF SECONDARY COMElNED
NEW LOCATION PENDING INACT1VE

+ PLUGGED & ABANDONED PI OIL PROPOSED
* PRODUCING GAS PP GAS
• PRODUCING OIL PP GEOTHERML

STORAGE .L

* SHUT-IN GAS PP OIL TERMINATED

- SHUT-IN OIL SECONDARY COUNTY BOUNDARY

X TEMP. ABANDONED TERMINATED SECTTON LINFS

o TEST WELL TOWNSHIP LININ
s WATER INÆCTION PREPARED BY: DIANA MASON
+ WATER SUPPLY DATE: 18-MARCH-2OO3

WATER



O
ON-SITE PREDRILL EVALUATION

Division of Oil, Gas and Mining

OPERATOR: Westport Oil and Gas
WELL NAME & NUMBER: North Bench State 42-19
API NUMBER: 43-007-30907
LEASE: State FIELD/UNIT:
LOCATION: 1/4,1/4 SENE Sec: 19 TWP: 13S RNG: 11E 2111 FNL 1204 FEL
LEGAL WELL SITING: 460 FROM UNIT BOUNDARY AND 920 FROM ANOTHER WELL.
GPS COORD ('UTM): X = 523655 E; Y = 4392453 N SURFACE OWNER: SITLA

PARTICIPANTS
M. Jones (DOGM), Dan Carroll (Westport), Dave Kay (UELS), Tony Wright
and Chris Colt (DWR), were in attendance for the on-site of this well.
SITLA and Carbon County were invited but chose not to attend the onsite.

REGIONAL/LOCAL SETTING & TOPOGRAPHY

Proposed location is ~7.45 miles NE of Price, Utah. Staked location
lies East of Deadman Canyon. The direct area drains to the southeast
eventually into the Price River, also a year-round live water source,
~10 miles South of the proposed location. Dry washes are typical
throughout the area.

SURFACE USE PLAN

CURRENT SURFACE USE: Wildlife habitat and grazing.

PROPOSED SURFACE DISTURBANCE: 155' x 270' with an included 80'x30'x10'
pit.

LOCATION OF EXISTING WELLS WITHIN A 1 MILE RADIUS: 1 proposed and 2 PA
wells are within a 1 mile radius of the above proposed well.

LOCATION OF PRODUCTION FACILITIES AND PIPELINES: Along roadside.

SOURCE OF CONSTRUCTION MATERIAL: Obtained locally and transported in.

ANCILLARY FACILITIES: None anticipated.

WASTE MANAGEMENT PLAN:

Portable chemical toilets which will be emptied into the municipal waste
treatment system; garbage cans on location will be emptied into
centralized dumpsters which will be emptied into an approved landfill.
Crude oil production is unlikelv. Drilling fluid, completion / frac
fluid and cuttings will be buried in the pit after evaporation and
slashing the pit liner. Produced water will be gathered to a central
location into storage tanks, and trucked to a proper disposal site.
Eventually, produced water may be re-iniected into other zones via a
salt-water disposal well. Used oil from drilling operations and support
will be hauled to a used oil recycler and reused.

ENVIRONMENTAL PARAMETERS

AFFECTED FLOODPLAINS AND/OR WETLANDS: Dry



O OFLORA/FAUNA: Pinion Juniper, Sagebrush, grasses, Brigham tea, deer,
small game, rodents, and raptors.

SOIL TYPE AND CHARACTERISTICS: Gravely sandy clav.

EROSION/SEDIMENTATION/STABILITY: Erosive upon disturbance.

PALEONTOLOGICAL POTENTIAL: None observed.

RESERVE PIT

CHARACTERISTICS: Dugout earthen pit.

LINER REQUIREMENTS (Site Ranking Form attached): Liner required.

SURFACE RESTORATION/RECLAMATION PLAN

As per surface use agreement.

SURFACE AGREEMENT: As per SITLA.

CULTURAL RESOURCES/ARCHAEOLOGY: Completed and area cleared by archeologists
(Montgomery).

OTHER OBSERVATIONS/COMMENTS

ATTACHMENTS

Photos of this location were taken and placed on file.

Mark L. Jones March 25, 2003 / 9:30 am
DOGM REPRESENTATIVE



Ev luation Ranking Criteria and Ranking re
For Reserve and Onsite Pit Liner Requirements

Site-Specific Factors Ranking Site Ranking

Distance to Groundwater (feet)
>200 0
100 to 200 5
75 to 100 10
25 to 75 15
<25 or recharge area 20 ___0

Distance to Surf. Water (feet)
>1000 0
300 to 1000 2
200 to 300 10
100 to 200 15
< 100 20 0

Distance to Nearest Municipal
Well (feet)

>5280 0
1320 to 5280 5
500 to 1320 10
<500 20 0

Distance to Other Wells (feet)
>1320 0
300 to 1320 10
<300 20 0

Native Soil Type
Low permeability 0
Mod. permeability 10
High permeability 20 20

Fluid Type
Air/mist 0
Fresh Water 5
TDS >5000 and <10000 10
TDS >10000 or Oil Base Mud Fluid 15

containing significant levels of
hazardous constituents 20 0

Drill Cuttings
Normal Rock O
Salt or detrimental 10 0

Annual Precipitation (inches)
<10 0
10 to 20 5
>20 10 5

Affected Populations
<10 0
10 to 30 6
30 to 50 8
>50 10 0

Presence of Nearby Utility
Conduits

Not Present 0
Unknown 10
Present 15 0

Final Score 25 (Level I Sensitivity)

Sensitivity Level I = 20 or more: total containment is required.
Sensitivity Level II = 15-19: lining is discretionary.
Sensitivity Level III = below 15; no specific lining is required



O O

DIVISION OF OIL, GAS AND MINING
APPLICATION FOR PERMIT TO DRILL

STATEMENT OF BASIS

OPERATOR: Westport Oil and Gas
WELL NAME & NUMBER: North Bench State 42-19
API NUMBER: 43-007-30907
LOCATION: 1/4,1/4 SENE Sec: 19 TWP: 13S RNG: 11E 2111 FNL 1204 FEL

Geology/Ground Water:

Significant volumes of high quality ground water are unlikelv to be encountered at this location. A poorly
permeable soil is likely to be developed on the Blue Gate Member of the Mancos Shale. The proposed casing
and cementing program should adequately isolate any zones of fresh water that may be penetrated. Four surface
water rights have been filed on four locations within a mile of the proposed well site.

Reviewer: Christopher J. Kierst Date: 4/8/2003

Surface:

Proposed location is ~7.45 miles NE of Price, Utah. Staked location lies East of Deadman Canvon. The direct area
drains to the southeast eventually into the Price River, also a year-round live water source, ~10 miles South of the
proposed location. Dry washes are typical throughout the area. DWR was represented, SITLA and Carbon County
were invited but chose not to attend the onsite.

Reviewer: Mark L. Jones Date: April 2, 2003

Conditions of ApprovallApplication for Permit to Drill:

1. A synthetic liner with a minimum thickness of 12 mils shall be properly installed and maintained in the reserve
pit.
2. Berm the location and pit.
3. Diversion ditches and culverts where necessary to control



PointsofDiversion Page lof3

UTAH DIVISION OF WATER RIGHTS
WATER RIGHT POINT OF DIVERSION PLOT CREATED TUE, APR 8, 2003, 9:57 AM

PLOT SHOWS LOCATION OF 4 POINTS OF DIVERSION

PLOT OF AN AREA WITH A RADIUS OF 5280 FEET FROM A POINT
S 2111 FEET, W 1204 FEET OF THE NE CORNER,
SECTION 19 TOWNSHIP 13S RANGE 11E SL BASE AND MERIDIAN

PLOT SCALE IS APPROXIMATELY 1 INCH = 2000 FEET

O
NORTH
kkk******

kkkkkkkkk *******kk

**** ** *

kk ***

*** **

*** ***

* 0 *

* 1 *

*

*
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*

http://waterrights.utah.gov/cgi-bin/wwwplat.exe?rad=5280&ns=s211l&ew=wl204&cor=NE&sec=19&town=13S&range=11E&bem=S...
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UTAH DIVISION OF WATER RIGHTS
NWPLAT POINT OF DIVERSION LOCATION PROGRAM

U A
MAP WATER QUANTITY SOURCE DESCRIPTION or WELL INFO POINT OF DIVERSION DESCRIPTION NP
CHAR RIGHT CFS AND/OR AC-FT DIAMETER DEPTH YEAR LOG NORTH EAST CNR SEC TWN RNG B&M NP

n
WATER USE(S): DOMESTIC STOCKWATERING

. PRIORITY DATE: 00/00/1869
State of Utah School & Institutional Tru 675 East 500 South, 5th Floor Salt Lake City UT 8

1 91 4717 .0000 .00 Deadman Creek
WATER USE(S): STOCKWATERING OTHER PRIORITY DATE: 00/00/1869
USA Bureau of Land Management (Price Fie 125 South 600 West Price UT 8

2 91 4389 .0000 .00 Unnamed Tributary to Coal Cree
WATER USE(S): STOCKWATERING OTHER PRIORITY DATE: 00/00/1902
USA Bureau of Land Management (Price Fie 125 South 600 West Price UT 8

3 91 4454 .0000 .00 Unnamed Trib. to Coal Creek
WATER USE(S): STOCKWATERING OTHER PRIORITY DATE: 00/00/1902
USA Bureau of Land Management (Price Fie 125 South 600 West Price UT 8

http://waterrights.utah.gov/cgi-bin/wwwplat.exe?rad=5280&ns=s211l&ewal204&cor=NE&sec=19&town=13S&range=11E&bem=S...
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FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSER1ALNUMBER:

ML-48134
6. IF 1NDlAN, ALLOTTEE OR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, signficantly deepen existing well below current bottom-hole depth, reenter plugged 7. UNIT or CA AGREEMENT NAME:

wells, or to drill horizontal laterais. Use APPLICATION FOR PERMllT TO DRILL form for such proposals.

1. TYPE OF WELL
OILWELL GAS WELL Ë OTHER y h

eNn

h tate 42-19
2. NAME OF OPERATOR: 9. API NUMBER:

WESTPORT OI L AND GAS COMPANY, L. P.
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FlELD AND POOL, OR WILDCAT:

1670 Broadway - Suite 2800 Denver, CO 80202-4800 (303) 573-5404 Helper Field - Ferron Coal
4. LOCATION OF WELL

FOOTAGESAT SURFACE: 2111' FNL, 1204' FEL COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHlP, RANGE, MERlDAN: SENE, Sec. 19: T 13 S - R 11 E, S.L.B.&M. STATE: UTAH

19. CHECK APPROPRIATE BOXESTO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

NOTICE OF INTENT
ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date workväll start: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAlR

CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATERDISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF

Date of work completion:
COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: Change size of surface
CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATlON CSSing, see below

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearlyshow all pertinent details inicuding dates, depth, volumes, etc.

Westport Oil and Gas Company, L. P. respectfully requests the following changes be approved for the subject well:

From 8.625", H-40, 28ppf be changed to 9.625", J-55, 40ppf surface casing
Size of the hole from 8.75" to 7.875"
BOP from 5000 psi to a 3000 psi.

(PL

SdE

TD TLEE 3Engine3er

(This space for State use only)

5/2000 RECEIVED
13 2003DIVOF DIL,GAS&MINING

UT Sundry North Bench State 42-19.xis Utah Sundry Form



From: Ed Bonner
To: Mason, Diana
Date: 4/22/03 9:20AM
Subject: Well Clearence

The following wells have been given cultural resource clearance by the Trust Lands Cultural Resources
Group:

ConocoPhillips
Utah 26-582
Utah 33-604

Westport Oil & Gas
North Bench State 42-19
North Bench State 12-32
North Bench State 23-32
North Bench State 32-32
North Bench State 33-32

BillBarrett Corporation
Tumbleweed Unit State 14-16-15-21 (one significant site in access road which must
be avoided)

Ifyou have any questions please give me a call.

CC: Baza, John; Garrison,



O O
Well name: 05-03 Westport North Bench State 42-19
Operator: Westport O&G Company
String type: Production Project ID:

43-007-30907
Location: Carbon County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 130 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 368 ft

Burst:
Design factor 1.00 Cement top: Surface

Burst
Max anticipated surface

pressure: -48 psi
Internal gradient: 0.447 psilft Tension: Non-directional string.
Calculated BHP 2,029 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on air weight.
Neutral point: 4,059 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 4650 5.5 15.50 K-55 LT&C 4650 4650 4.825 145.8

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 2029 4040 1.991 2029 4810 2.37 72 239 3.32 J

Prepared Clinton Dworshak Date: May 15,2003
by: Utah Div. of Oil & Mining Salt Lake City, Utah

ENGINEERING STIPULATIONS: NONE
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.
Collapse is based on a vertical depth of 4650 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibility for use of this design willbe that of the



0 9
Well name: 05-03 Westport North Bench State 42-19
Operator: Westport O&G Company
String type: Surface Project ID:

43-007-30907
Location: Carbon County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 72 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 1ß5.

Burst:
Design factor 1.00 Cement top: 46 ft

Burst
Max anticipated surface

pressure: 0 psi
Internal gradient: 0.447 psilft Tension: Non-directional string.
Calculated BHP 208 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 5,000 ft
Tension is based on air weight. Next mud weight: 8.600 ppg
Neutral point: 407 ft Next setting BHP: 2,234 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 650 ft
Injection pressure 650 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft (ft) (ft) (in) (ft3)
1 465 9.625 / 40.00 J-55 ST&C 465 465 8.75 37

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 203 2570 12.666 208 3950 19.01 19 452 24.30 J

Prepared Clinton Dworshak Date: May 15,2003
by: Utah Div. of Oil & Mining Salt Lake City, Utah

ENGINEERING STIPULATIONS: NONE
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.
Collapse is based on a vertical depth of 465 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibility for use of this design willbe that of the



03 Westport North Bench SÑe42-19
Casing Schematic

wrdol Surface

1 TOC@
LOC@

ce

9-5/8" Surface
MW 8.4 465. MD
Frac 19.3

I
I
I

5-1/2" Production
MW 8.4 4650.



StaAof Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210
PO Box 145801Michael O. Leavitt

Governor Salt Lake City, Utah 84114-5801

Robert L. Morgan (801) 538-5340 telephone
Executive Director (801) 359-3940 fax
Lowell P. Braxton (801) 538-7223 TTY
Division Director www.nr.utah.gov May 21, 2003

Westport Oil and Gas Company
1670 Broadway, Suite 2800
Denver, CO 80202-4800

Re: North Bench State 42-19 Well, 2111' FNL, 1204' FEL, SE NE, Sec. 19, T. 13 South,
R. 11 East, Carbon County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-007-30907.

Sincerely,

John R. Baza
Associate Director

pab
Enclosures

cc: Carbon County Assessor
SITLA

utah!
Where isiens



O O
Operator: . Westport Oil and Gas Company
Well Name & Number North Bench State 42-19
API Number: 43-007-30907
Lease: ML-48134

Location: SE NE Sec. 19 T. 13 South R. 11 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
actions during drilling of this well:

• 24 hours prior to cementing or testing casing
• 24 hours prior to testing blowout prevention equipment
• 24 hours prior to spudding the well
• within 24 hours of any emergency changes made to the approved drilling program
• prior to commencing operations to plug and abandoti the well

The following are Division of Oil, Gas and Mining contacts and their work telephone
numbers (please leave a voice mail message if the person is not available to take the call):

• Dan Jarvis at (801) 538-5338
• Carol Daniels at (801) 538-5284 (spud)

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

5. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in
the Statement of Basis. (Copy Attached)

6. Surface casing shall be cemented to the
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STATEOF UTAH NORMe
DEPARTMENT OF NATURALRESOURCES

no DIVISIONOF OIL,GASANDMINING $ l.EASECEUGNANNMBERUM.NUMBER:
UU ty STATE ML48134

SUNDRYNOTICESANDREPORTSON WELLS 0 WINDIRLOmgga miskNAN

† UNITorCAAGREEMENTNAME:Domt une@deform br pagamidte dril mem¾ Ngoepon enligigWellebeleercurredballetMWh de¢h, monetpingigedweite,ofbeillhmimad himala, UpoAI¥UCAY NFONFERMFTTO DRILLfdrmier eumpmpeslo.
1. TYPECWWELL 6 WEM.NAggandNUMBER:Oll.WEU. AS WEU. OYMER NORTH BENCHSTATE42-19
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Request appi changeofsurfacecasindalzeandhole sizeas follows:

FROMSAR a 124/Â*dri led hole -APO g g
"

d(?

TO: 8-5/8", 24 lb/ft J-55 inan 11" ddlledhole

COFYSENT EM OR

NAME UFABE b II (303·550·1274)
y, ProjectManager

anzam vare 8/27/2003

PPROVED BYTHE STATE RECEIVEDOF UTAFI OlVISION(5/2000) ormerlReveme Sids)
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Well name: 04-03 Westport N Bench ST 42-19
Operator: Westport Oil & Gas Company
String type: Surface Project ID:

43-007-30907
Location: Carbon County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.330 ppg Design factor 1.125 Surface temperature: 65 °F

Design is based on evacuated pipe. Bottom hole temperature: 72 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length:

.
ft

Burst:

Burst
Design factor 1.00 Cement top: Surface

Max anticipated surface
pressure: 0 psi

internal gradient: 0.468 psilft Tension: Non-directional string.
Calculated BHP 217 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 7,350 ft
Tension is based on air weight. Next mud weight: 9.000 ppg
Neutral point: 407 ft Next setting BHP: 3,436 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 465 ft
Injection pressure 465 psi

Run Šegment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)

1 465 8.625 24.00 J-55 ST&C 465 465 7.972 22.4

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 201 1370 6.81 217 2950 13.57 11 244 21.86 J

Prepared Dustin Doucet Phone: 801-538-5281 Date: August 28,2003
by: Utah Dept. of Natural Resources FAX: 801-359-3940 Salt Lake City, Utah

ENGINEERING STIPULATIONS:
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design willbe thatof the
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DATE:August 28, 2003

TO: DustinDoucet TELEPHONENo: 801-638-5281
Utah DMslonof Oil,GasandMining FAXNO: 801-35¾3940
1594 West NorthTemple
Suite1210
Bax 145801
SaltLakeCity,Utah

FROM: BILLMcKNAB TELEPHONENO:435-637-8880
HolidayInn FAXNO:435437-3689
Price, Utah Emait BilNCKnahL¾aol.com

CELL303.850.1274

NO PAGESSENT:l(Including coversheet)

As discussed yesterdayenclosedam the SundryNoticesrequeslingapprovalofthechange in
casin size.

The meridianis SLB&Mbutthefieldwidthwas onlyone characterwideandwouldniallowme to
enterW.
The élgned originalsare in the maiL Originalapprovedcopiesshould be sent to the Denver
addg.

Ifpossible wouldyou pleasefax approved copiesback tothenumberontheheading,

it laplanned tospudtheNorthBench State 23-32 onSatunday.August30, 2003.

I have alsoincludeda copyoftheBLMSundryNoticerequesting the same change.

Pleabe callmeiftheream anyquestionsorproblems.

Thankyou foryour help

Westpa 011andGas Company,L P.
Project ana0er

RECEIVED
AUS2 82003

DIV.0FOIL,GAS&
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STATE OF UTAH FORM 9

DEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL,GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:0 STATE ML48134

6. IF INDIAN,ALLOTTEEOR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS
T UNITor CA AGREEMENT NAME:Do not use thisform for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drillhorizontal laterals. Use APPLICATIONFOR PERMITTO DRILLformfor such proposals.
1. TYPE OF WELL 8. WELLNAMEand NUMBER:OIL WELL GAS WELL OTHER NORTHBENCH STATE 42-19
2. NAMEOF OPERATOR: 9. API NUMBER:
WESTPORT OIL AND GAS COMPANY, L. P 007-30907

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDANDPOOL, OR WILDCAT:
1670 BROADWAY DENVER CO 80202-4800 (303) 573-5404 Helper Field - Ferron Coal

4. LOCATIONOF WELL

FOOTAGESATSURFACE: 2111' FNL, 1204' FEL.. COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:SENE 19 13S 11E .... STATE:
UTAH

11 CHECK APPROPRIATE BOXES TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONNOTICE OF INTENT
(Submit in Duplicate) ALTERCASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date workwillstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGETUBING PLUG ANDABANDON VENTOR FLARE

O SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATERDISPOSAL
(Submit Original Form Only)

CHANGEWELLSTATUS PRODUCTION (START/RESUME) WATERSHUT-OFF
Date of work completion:

O COM MINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:

O CONVERTWELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Request approvalofchange of surface casing size and hole size as follows:

FROM: 9-5/8", 40 lb/ft, J-55 in a 12-1/4" drilled hole

TO: 8-5/8", 24 Ib/ft, J-55 in an 11" drilled hole

NAME(PLEASEPRINT) V,W Mc ab II (303-550-1274)
TITLE PfOject Manager

SlGNATURE DATE 8/27/2003

(Thi space for State use only)

RECEIVED
(5/2000) (See Instructions on Reverse Side) SEPO22

DIV.0FOIL,GAS&



APR.28,200411:18AM WESTPORT NO.177 P. 2
i STATEOF UTAH FORM0ÛÛ7 DEPARTMENTOF NATURALRESOUNCES

DIVISION OF OIL GASANDMINING

ENTITYACTIONFORIM

Operator; Westport Oiland Gas Compan , LP Operator AccountNumber: NI 2115

Address: 1670 Broadway, Suite 2800

city Denver

state CO zip 80202-4800 Phone Number: (303)873-5404

Well 1 i
API Number Well Ñame QGli Sec Twp Rng county
4300730907 North Bench State 42 19 SENE 19 13S 11E carbon

Action Code Curmnt Entity New Entity Spud Date Entity Assignment
Number Number i Effective Date

A 4/26/2004

Comments:

wellAPI
Number Well N me QQ See Twp Rng Gounty

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number liffective Date

I

Comments:

wellAPI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity pud Date Entity Assignment
Nuntbar Number Effective Date

Comments:

ACTIONCODES:
A · Establish new entity for new well (singlewŠllonly) Ki'istiA. Stover (303) 575-0152

B - Add newwelltoexistingentity(groupor ur it well) (Please Pri
c - Re-asalgn wellfromoneexistingentityto Anotherexisting entity [ji .

D - Re.assign well fromone existingentityto q new entity Sid
E - Other (E×plainin 'comments'section) Eýgineering Technician 4/28/2004

Title Date

RECEIVED

, APR2 82004
i

DIV.OFOIL,GAS&
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FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML-48134
6. IF INDIAN,ALLOTTEEOR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drillnew wells, signficantly deepen existing well below current bottom-hole depth, reenter plugged 7. UNITor CA AGREEMENTNAME:

wells, or to drill horizontal laterals. Use APPLICATIONFOR PERMIIT TO DRILL form forsuch proposals.

1. TYPE OF WELL 8. WELLNAME and NUMBER:
OIL WELL GAS WELL OTHER North Bench State 42-19

2. NAMEOF OPERATOR: 9. API NUMBER:
WESTPORT OI L AND GAS COMPANY, L. P. g p _ gg p

3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELDANDPOOL, OR WILDCAT:
1670 Broadway - Suite 2800 Denver, CO 80202-4800 (303) 573-5404 Helper Field - Ferron Coal

4. LOCATIONOF WELL
cOUNTY: CarbonFOOTAGES AT SURFACE: 2111' FNL, 1204' FEL

QTR/QTR, SECTION, TOWNSHIP,RANGE,MER1DAN: SENE, Sec. 19: T 13 S, R 11 E, S.L.B.&M. STATE: UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

NOTICEOF INTENT ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIRWELL

Approximate date work willstart CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGE TUBlNG PLUGAND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGEWELLSTATUS PRODUCTION(START/RESUME) WATERSHUT-OFF
Date of work completion:

COMM1NGLE PRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Spud & Drillinq

O CONVERT WELLTYPE RECOMPLETE - DlFFERENTFORMATION ACliVitieS Reports

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details inicuding dates, depth, volumes, etc.

Westport Oil and Gas Company, L. P. respectfully wishes to inform the proper authorities of drilling activities for
the above subjected well which spud on April 26, 2004 @10:00 a.m. and ran 8 5/8" 24# J-55, surface casing set
@467'. Drilled ahead to a depth of 4600' TD. Ran Dual Induction Guard Log & Compensated Density and
Compensated Neutron w/GR logs. Pense Bros. drilling rig #9 released on April 30, 2004 @4:30 p.m. RU Excell
drilling rig to run and cement 5.5", 17#, N-80, LT&C production casing to a depth of 4595.86' KB. Well is
currently SI waiting on completion and production hook-up.

Attached copies of drilling/completion activities.

WOGCLP Bond No.

NAME(PLEASE PRI T) Kristi A. Stover TITLE Engineering Technician

SIGNATURE - DATE June 17, 2004

(This space for State use only)

5/2000 RECEIVED
.IUN2 4 2004

DIVOFOIL,GAS&MINING

UT Sundry DR North Bench State 42-19.xis Utah Sundry Form
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West ort Oil and Gas

Drillinq Chronological
Requiatory

Well Name:NORTH BENCH STATE 42-19
Field Name: HELPER S/T/R 19/138/11E County,State: CARBON, UT

Operator: RT OlL AND GAS COMPA Location Desc: Proceed in an easterly, then District:.U-UTAH CARBON COUN
Project AFE: 103017D AFEs Associated: / / /

Daily Summary
Activity Date : 4/24/2004 Days From Spud : 0 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0.00 21 BUILD LOCATION & ROAD 0 0 NIH
Total: 0.00

Daily Summary
Activity Date : 4/27/2004 Days From Spud : 1 Current Depth : 477 Ft 24 Hr. Footage Made : 477 Ft
Rig Company : Pense Bros Drilling Company, Inc. Rig Name: Pense Bros No. 9

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 4.00 01 MOVE IN & RIG UP. 0 0 NIH

10:00 3.00 02 DRILL 60' OF 14" CONDUCTOR HOLE. RUN 60' OF 12.24" STEEL CONDUCTOR. NIPPLE 0 60 NIH
UP DIVERTER.

13:00 3.00 02 DRILL 11" HOLE FROM 60' TO 477'. (417' @ 139 FPH.) 60 477 NIH
16:00 0.50 06 TRIP OUT TO RUN SUFACE CASING. 477 477 NIH
16:30 4.50 12 RUN 14 jts 8.625", 24#, J-55 CASING SET @ 467'. CEMENTED W/200 SACKS PREM - 477 477 NIH

PLUS. HAD FULL RETURNS THROUGH OUT JOB W/ APPROXIMATELY 17 bbls / 80 sacks
CEMENT TO THE PIT. ( NOTE: HAD CEMENT TRUCKS ON THE NORTH BENCH STATE #
33-32. DID THIS JOB AFTER THAT ONE.)

21:00 6.00 13 WAIT ON CEMENT. 477 477 NIH
3:00 2.00 14 NIPPLE UP BOP & EQUlPMENT. 477 477 NIH
5:00 1.00 15 PRESSURE TEST BOP & EQUIPMENT. 477 477 NIH

Total: 24.00

Daily Summary
Activity Date : 4/28/2004 Days From Spud : 2 Current Depth : 3415 Ft 24 Hr. Footage Made : 2938 Ft
Rig Company : Pense Bros Drilling Company, Inc. Rig Name: Pense Bros No. 9

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 15 PRESURE TEST BOP & EQUIPMENT 477 477 NIH
7:00 2.50 14 NIPPLE UP FLOW LINE&AIR. 477 477 NIH
9:30 1.00 06 RIG UP HAMMER & TRIP IN HOLE. TAG @ 450'. 477 477 NIH

10:30 0.50 02 DRILLCEMENT TO 477'. 477 477 NIH
11:00 16.00 02 DRILLING 7.875" HOLE FROM 477' TO 3415'. (2938' @ 183.6 FPH.) 477 3415 NIH
3:00 1.00 05 CIRCULATE HOLE CLEAN. 3415 3415 NIH
4:00 2.00 06 TRIP OUT TO CHANGE BHA. 3415 3415 NIH

Total: 24.00

Page 1 of 3



O O
Well Name:NORTH BENCH STATE 42-19

Field Name: HELPER S/T/R 19/138/11E County,State: CARBON, UT
Operator: RT OlL AND GAS COMPA Location Deso: Proceed in an easterly, then District:·U-UTAH CARBON COUN

Daily Summary
Activity Date : 4/29/2004 Days From Spud : 3 Current Depth : 4600 Ft 24 Hr. Footage Made : 1185 Ft
Rig Company : Pense Bros Drilling Company, Inc. Rig Name: Pense Bros No. 9

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 7.00 06 TRIP IN. 3415 3415 NIH
13:00 15.00 02 DRILLING FROM 3415' TO 4600' ( 1185' @ 79 FPH ) 3415 4600 NIH
4:00 1.50 05 CIRCULATE HOLE. 4600 4600 NIH
5:30 0.50 06 TRIP 14 jts. 4600 4600 NIH

Total: 24.00

Daily Summary
Activity Date : 4/30/2004 Days From Spud : 4 Current Depth : 4600 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Pense Bros Drilling Company, Inc. Rig Name: Pense Bros No. 9

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 12.50 21 TRIP OUT TO 4000' & TRY TO LOAD HOLE W/ POLYMER FLUID. PUMPED 350 bbls W/ 4600 4600 NIH

NO PUMP PRESSURE OR RETURNS. TRIP UP TO 2700'. MIXEDAND PUMPED 300 bbis
OF GELLED FLUID W/ LCM. PRESSURE INCREASED TO 250 psi W/ NO RETURNS. SHUT
DOWN. TRIP BACK TO BOTTOM. TAG FILL @ 4590'. (10' OF FILL.)

18:30 5.00 06 TRIP OUT TO LOG. 4600 4600 NIH
23:30 4.50 11 RIG UP & LOG. LOGGERS T.D. @ 4592'. DRILLERS T.D. @ 4600'. LOG SHOWS FLUID 4600 4600 NIH

LEVEL @ 1500'.
4:00 2.00 01 RIG RELEASED @ 04:30. RIG DOWN & PREPARE TO MOVE. 4600 4600 NIH

Total: 24.00

Daily Summary
Activity Date : 5/1/2004 Days From Spud : 5 Current Depth : 4600 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Excell Drilling Company Rig Name: Excell Drilling Rig 15

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.00 01 RIG DOWN & MOVE OFF. 4600 4600 NIH
9:00 5.50 01 MOVE IN WORKOVER RIG, PUMP, FLAT TANK, & 102 jts 5.5", 17#,N-80, LT&C CASING. 4600 4600 NIH

HIG UP EQUIPMENT & TALLYCASING.
14:30 1.00 21 TRAVEL TO TOWN. 4600 4600 NIH
Total: 9.50

Daily Summary
Activity Date : 5/2/2004 Days From Spud : 6 Current Depth : 4600 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Excell Drilling Company Rig Name: Excell Drilling Rig 15

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.00 24 TRAVEL TO LOCATION. 4600 4600 NIH
7:00 1.00 21 WAIT ON STAGE TOOL. 4600 4600 NIH
8:00 8.00 12 RUN 101 jts 5.5", 17#, N-80, LT&C CASING SET @ 4595.86' K.B. RIG UP CEMENTERS & 4600 4600 NIH

GI-MENT AS FOLLOWS: 1st STAGE W/ 90 SACKS CEMENT. HAD NO RETURNS
THROUGH OUT JOB W/ LIFT PRESSURE @ ONLY 134 psi. PUMPED PLUG TO 1750 psi.
FLOAT HELD. DROPPED BOMB & OPENED STAGE TOOL W/ 785 PSI. CEMENTED 2nd
STAGE Wl260 SACKS CBM LITE, FOLLOWED W/50 SACKS OF PREM. HAD NO
RETURNS THROUGH OUT JOB. BUMPED PLUG TO 1750 psi. TO CLOSE STAGE TOOL.
FLOAT HELD.

16:00 2.50 01 RIG DOWN & MOVE OFF. 4600 4600 NIH
Total: 12.50

Page 2 of 3
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Well Name:NORTH BENCH STATE 42-19

Field Name: HELPER S/T/R 19/138/11E County,State: CARBON, UT
Operator: RT OIL AND GAS COMPA Location Desc: Proceed in an easterly, then District:.U-UTAH CARBON COUN

Daily Summary
Activity Date : 5/3/2004 Days From Spud : 7 Current Depth : 4600 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Excell Drilling Company Rig Name: Excell Drilling Rig 15

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 24 WELL SHUT IN. 4600 4600 NIH

Total: 24.00

Formation Name Current Well Top Subsea Datum Ref
WelIForpmanoenc

Top Comments

Casint
Dateln Setting Depth Jts Run Type Size Weight Grade MINID HoleDiam TD

4/26/2004 60 1 1. Conductor 12.24 0 14 60
4/26/2004 476.4 15 3. Surface 8.625 24 0 11 477

Stage: 1, Lead, 0, 200, 2% CACL2, & 1/4#/sack FLOCELE., PREM-PLUS, 1.18, 15.6
5/1/2004 4595.84 103 5. Production 5.5 17 0 7.875 4600

Stage: 1, Lead, 0, 90, 10% CACL2,1% CALCIUM CHLORIDE, & 1/4# FLOCELE, PREM-PLUS, 1.6, 14.2
Stage: 2, Lead, 0, 260, CBM LITE LCM CEMENT, CBM LITE, 4.1, 10.5
Stage: 2, Tail, 0, 50, NEAT, PREMA G-300, 1.15, 15.8

Page 3 of 3



West ort Oil and Gas
WelIWork AFE Chronological

Regulatory Report

Well Name : NORTH BENCH STATE 42-19
Prospect: CARDINAL DRAW AFE #: 103017D

Sec/Twp/Rge: 19 / 13S / 11E Operator: OIL AND GAS CO
API #: 4300730907 Field: HELPER Supervisor: LEBOLO

Work Type: Completion County , St.: CARBON, UT Phone: 435-820-6794
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : FIND CEMENT TOP.
Wellwork Details

Date : 5/6/2004 Activity: Clean out to PBTD Rig Name: Days :1

Daily Report Summary :

TRAVEL TO LOCATION.
RIG UP WORKOVER RIG, INSTALLWELLHEAD & BOP. MOVE IN & SPOT2.875", 6.5#, N-80, EUE 8rd
YELLOW BAND TUBING.
TALLY& RUN 110 jts 2.875", 6.5#, N-80, EUE 8rd YELLOW BAND TUBING & 17 jts 2.875", 6.5#, N-80,
EUE 8rd WHITE BAND TUBING. TAG @ 3981.71' K.B.
RIG UP PUMP & POWER SWIVEL.
PUSHED PLUG DOWN TO 4036'. DRILLED WIPER PLUG & STAGE TOOL TO 4040.20'. PRESSURE
TESTED CASING TO 1550 psi FOR 15 MIN.
RIG DOWN POWER SWlVEL & PUMP.
TRIP IN W/2.875" TUBING TO 4273.81'.
MOVE & TALLYREST OF TUBING. SHUT DOWN FOR NIGHT.
TRAVEL TO TOWN.

NOTE: HAD TO SORT WHITE BAND FROM YELLOW BAND TUBING. TUBING WAS LOADED IN A
HAPHAZARD MANNER.

Daily Report Detail:

TRAVEL TO LOCATION.
RIG UP WORKOVER RIG, INSTALLWELLHEAD & BOP. MOVE IN & SPOT 2.875", 6.5#, N-80, EUE 8rd
YELLOW BAND TUBING.
TALLY& RUN 110 jts 2.875", 6.5#, N-80, EUE 8rd YELLOW BAND TUBING & 17 jts 2.875", 6.5#, N-80,
EUE 8rd WHITE BAND TUBING. TAG @ 3981.71' K.B.
RIG UP PUMP & POWER SWIVEL.
PUSHED PLUG DOWN TO 4036'. DRILLED WIPER PLUG & STAGE TOOL TO 4040.20'. PRESSURE
TESTED CASING TO 1550 psi FOR 15 min.
RIG DOWN POWER SWlVEL & PUMP.
TRIP IN W/ 2.875" TUBING TO 4273.81'.
MOVE & TALLY REST OF TUBING. SHUT DOWN FOR NIGHT.
TRAVEL TO TOWN.

NOTE: HAD TO SORT WHITE BAND FROM YELLOW BAND TUBING. TUBING WAS LOADED IN A
HAPHAZARD MANNER.

From 6:00 To 7:00 1 hrs Category/Rmks: : TRAVEL TO LOCATION.
From 7:00 To 9:30 2.5 hr Category/Rmks: : RIG UP WORKOVER RIG, INSTALLWELLHEAD & BOP. MOVE IN & SPOT

2.875", 6.5#, N-80, EUE 8rd YELLOW BAND TUBING.
From 9:30 To 14:30 5 hrs Category/Rmks: : TALLY& RUN 110 jts 2.875", 6.5#, N-80, EUE 8rd YELLOW BAND TUBING &

17 |ts 2.875", 6.5#, N-80, EUE 8rd WHITE BAND TUBING. TAG @ 3981.71' K.B.
From 14:30 To 15:30 1 hrs Category/Rmks: : RIG UP PUMP & POWER SWlVEL.
From 15:30 To 17:00 1.5 hre Category/Rmks: : PUSHED PLUG DOWN TO 4036'. DRILLED WIPER PLUG & STAGE TOOL TO

4040.20'. PRESSURE TESTED CASING TO 1550 psi FOR 15 MIN.
From 17:00 To 17:30 3.5 hre Category/Rmks: : RIG DOWN POWER SWlVEL & PUMP.
From 17:30 To 18:00 3.5 hre Category/Rmks: : TRIP IN W/2.875" TUBlNG TO 4273.81'.
From 18:00 To 18:30 3.5 hre Category/Rmks: : MOVE & TALLY REST OF TUBING. SHUT DOWN FOR NIGHT.
From 18:30 To 19:30 1 hrs Category/Rmks: : TRAVEL TO TOWN.

Page 1 of 3 6/18/2004 03:18



Well Name : NORTH BENCH STATE 42-19
Prospect: CARDINAL DRAW AFE #: 103017D

Sec/Twp/Rge: 19 / 13S / 11E Operator: OIL AND GAS CO
API #: 4300730907 Field: HELPER Supervisor: LEBOLO

Work Type: Completion County , St : CARBON, UT Phone: 435-820-6794
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : FIND CEMENT TOP.
Date : 5/7/2004 ËActivity: WIRELINE Rig Name: Days :2

Daily Report Summary :

TRAVEL TO LOCATION.
TRIP IN W/ TUBING. TAGGED PBTD @ 4544.84' K.B. FIGURED CASING PBTD @ 4548.44' K.B.
TOTAL IN HOLE: BIT =

.37',
BIT SUB = 1.35', 110 jts 2.875", 6.5#, N-80, EUE 8rd YELLOW BAND

TUBING = 3433.27', & 36 jts 2.875", 6.5#, N-80, EUE 8rd, WHITE BAND TUBING = 1108.85'.
TRIP OUT TO RUN CEMENT BOND LOG.
RIG UP & RUN CEMENT. HAVE 100% BOND FROM PBTD (4544.84') TO 4112'.
TRIP IN W/ TUBING & TRIP OUT LAYlNG DOWN SAME.
RIG DOWN & MOVE OFF.
TRAVEL TO TOWN.

Daily Report Detail:

TRAVEL TO LOCATION.
TRIP IN W/ TUBING. TAGGED PBTD @ 4544.84' K.B. FIGURED CASING PBTD @ 4548.44' K.B.
TOTAL IN HOLE: BIT =

.37', BIT SUB = 1.35', 110 jts 2.875", 6.5#, N-80, EUE 8rd YELLOW BAND
TUBING = 3433.27', & 36 jts 2.875", 6.5#, N-80, EUE 8rd, WHITE BAND TUBING = 1108.85'.
TRIP OUT TO RUN CEMENT BOND LOG.
RIG UP & RUN CEMENT. HAVE 100% BOND FROM PBTD (4544.84') TO 4112'.
TRIP IN W/ TUBING &TRIP OUT LAYlNG DOWN SAME.
RIG DOWN & MOVE OFF.
TRAVEL TO TOWN.

From 6:00 To 7:00 1 hrs CategoryARmks: : TRAVEL TO LOCATION.
From 7:00 To 7:30 .5 hr Category/Rmks: : TRIP IN W/ TUBING. TAGGED PBTD @ 4544.84' K.B. FIGURED CASING PBTD

@ 4548.44' K.B. TOTAL IN HOLE: BIT =
.37',

BIT SUB = 1.35', 110 jts 2.875",
6.5#, N-80, EUE Brd YELLOW BAND TUBING = 3433.27', & 36 jts 2.875", 6.5#, N-
80, EUE 8rd, WHITE BAND TUBING = 1108.85'.

From 7:30 To 9:00 .5 hr Category/Rmks: : TRIP OUT TO RUN CEMENT BOND LOG.
From 9:00 To 12:00 3 hrs Category/Rmks: : RIG UP & RUN CEMENT. HAVE 100% BOND FROM PBTD (4544.84') TO

4112'.
From 12:00 To 15:30 3.5 hr Category/Rmks: : TRIP IN W/ TUBING & TRIP OUT LAYlNG DOWN SAME.
From 15:30 To 16:30 1 hrs Category/Rmks: : RIG DOWN & MOVE OFF.
From 16:30 To 17:30 1 hrs Category/Rmks: : TRAVEL TO TOWN.
Date : 5/10/2004 Activity: Shut in Rig Name: Days :5

Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Category/Rmks: : WELL SHUT IN, WAITING ON COMPLETION.

Date : 5/12/2004 Activity: Shut in Rig Name: Days :7

Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Category/Rmks: : WELL SHUT IN.

Date : 5/13/2004 Activity: Shut in Rig Narne: Days :8

Daily Report Summary : DELIVER FRAC VALVE.
Daily Report Detail: DELIVER FRAC VALVE.

From To 0 hrs Category/Rmks: : DELIVER FRAC VALVE.
Date ; i 5/28/2004 Activity: Install equip. Rig Name: Days :23

Daily Report Summary : INSTALL FRAC VALVE.
Daily Report Detail: INSTALL FRAC VALVE.

From To 0 hrs Category/Rmks: : SHUT IN.
From To 0 hrs Category/Rmks: : INSTALL FRAC VALVE.
From To 0 hrs Category/Rmks: : SHUT IN.

Page 2 of 3 6/18/2004 03:18



Well Name : NORTH BENCH STATE 42-19

Prospect: CARDINAL DRAW AFE #: 103017D
Sec/Twp/Rge: 19 / 13S / 11E Operator; OIL AND GAS COlv

API #: 4300730907 Field: HELPER Supervisor: LEBOLO
Work Type: Completion County , St.: CARBON, UT Phone: 435-820-6794

Productio( Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0
Job Purpose:FIND CEMENT TOP.

Date: 6/4/2004 Activity: waitonfrac RigName: Days:30
Daily Report Summary

Daily Report Detail: WELL SHUT IN WAIT ON FRAC.
Date: 6/5/2004 Activity: PREPARE FOR FRAC Rig Name Days :31

Daily Report Summary :

Daily Report Detail:
Date; 6/9/2004 Activity: WAIT ON PRODUCTION EQUIPLRig Name: Days:35
Daily Report Summary : SHUT IN, WAITING ON PRODUCTION HOOK UP.

Daily Report Detail: SHUT IN, WAITING ON PRODUCTION HOOK UP.
From 6:00 To 6:00 24 hrs Category/Rmks: : SHUT IN, WAITING ON PRODUCTION HOOK UP.

Casin
Dateln Setting Depth Jts Run Type Size Weight Grade MINID HoleDiam TD

4/26/2004 60 1 1. Conductor 12.24 0 14 60

4/26/2004 476.4 15 3. Surface 8.625 24 0 11 477

Stage: 1, Lead, 0, 200, 2% CACL2, & 1/4#lsack FLOCELE., PREM-PLUS, 1.18, 15.6
5/1/2004 4595.84 103 5. Production 5.5 17 0 7.875 4600

Stage: 1, Lead, 0, 90, 10% CACL2,1% CALCIUM CHLORIDE, & 1/4# FLOCELE, PREM-PLUS, 1.6, 14.2
Stage: 2, Lead, 0, 260, CBM LITE LCM CEMENT, CBM LITE, 4.1, 10.5
Stage: 2, Tail, 0, 50, NEAT, PREMA G-300, 1.15, 15.8

Page 3 of 3 6/18/2004 03:18



oos a 4
NOTICE

Utah Oil and Gas Conservation General Rule R649-3-21 states that,

> A well is considered completed when the well has been adequately worked to be capable
of producing oilor gas or when well testing as required by the division is concluded.

> Within 30 days after the completion or plugging of a well, the following shall be filed:
• Form 8, Well Completion or Recompletion Report and Log
• A copy of electric and radioactivity logs, if run
• A copy of drillstem test reports,
• A copy of formation water analyses, porosity, permeability or fluid saturation

determinations
• A copy of core analyses, and lithologic logs or sample descriptions if compiled
• A copy of directional, deviation, and/or measurement-while-drilling survey for

each horizontal well

Failure to submit reports in a timelymanner willresult in the issuance of a Notice of Violation
by the Division of Oil, Gas and Mining,and may result in the Division pursuing enforcement
action as outlined in Rule R649-10, Administrative Procedures, and Section 40-6-11 of the
Utah Code.

As of the mailing of this notice, the division has not received the required reports for

Operator: WESTPORT OIL& GAS COMPANY LP Today's Date: 10/19/2004

Well: API Number: Drilling Commenced:
N BENCH FED 22-19 SEC 19 T13S RiiE 4300730847 09/12/2003
N BENCH FED 24-19 SEC 19 T13S R11E 4300730839 09/08/2003
N BENCH FED 43-19 SEC 19 T13S R11E 4300730834 04/30/2004
N BENCH ST 33-32 SEC 32 T13S R11E 4300730911 04/30/2004
N BENCH ST 42-19 SEC 19 T13S R11E 4300730907 04/26/2004
WELLINGTON FED 12-05 SEC 05 T14S R11E 4300730948 05/12/2004
WELLINGTON FED 13-05 SEC 05 T14S R11E 4300730949 05/14/2004
WELLINGTON FED 32-7 SEC 07 T14S R11E 4300730919 04/21/2004

To avoid compliance action, required reports should be mailed within7 business days to:
Utah Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210 /U~¤ŸÎ
P.O. Box 145801
Salt Lake City, Utah 84114-5801

Ifyou have questions or concerns regarding this matter, please call (801) 538-5284.

cc: Well File
Compliance



STATE OF UTAH AMENDED REPORT Ü FORM 8
DEPARTMENTOF NATURALRESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-48134

6. IF INDIAN,ALLOTTEEOR TRIBE NAME
WELL COMPLETION OR RECOMPLETION REPORT AND LOG

ia. TYPE OF WELL: ELLL SLL DRY OTHER CB M Ferron 7. UNITorCA AGREEMENT NAME

b. TYPE OF WORK: 8. WELLNAMEand NUMBER:
W HORZ. EP-

TRY
FS

R. OTHER North Bench State 42-19
2. NAMEOFOPERATOR: 9. API NUMBER:

Westport Oiland Gas Company, L. P. 4300730907
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELDAND POOL, OR WILDCAT

1670 Broadway, Ste 280( cin Denver STATE CO ZP 80202-480 (303) 573-5404 Helper Field/Ferron Coal
4. LOCATIONOF WELL(FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN:
ATSURFACE: 2111' FNL, 1204' FEL SENE 19 13S 11E
AT TOP PRODUCING INTERVALREPORTED BELOW Same

AT TOTALDEPTH:
12.cCO TYn 13. STATE

UTAH
14. DATESPUDDED: 15. DATET.D. REACHED: 16. DATECOMPLETED: 17. ELEVATIONS(DF, RKB, RT, GL):

4/26/2004 4/28/2004 ŠfŽÑ ABANDONED READYTO PRODUCE 2 6751' GL
18. TOTALDEPTH: MD 4,600 19. PLUG BACKT.D.: MD 20. IF MULTIPLECOMPLETIONS, HOW MANY?* 21. DEPTUHBSREIDGE MD

TVD TVD N/A TVD

22. TYPE ELECTRICAND OTHER MECHAN]CALLOGS RUN (Submit copy of each) 23.

BL LIGR DL w/GR WASWELLCORED? NO YES O (Submitanalysis)

WAS DST RUN? NO YES (Submit report)
DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZE/GRADE WEIGHT (#lft.) TOP (MD) BOTTOM(MD) STAGEDŒMHENTER CNEMEONFSACKES
VO

UMRE
BL) CEMENT TOP ** AMOUNTPULLED

14" 12.24 0 0 60
11.0 8.625 JS5 24 0 477 Pfém 200

7.875 5.5 N80 17 0 4,596 Piem 400 CBL

25. TUBINGRECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2.875 | 4,260 2.375 4,438
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM(MD) TOP (TVD) BOTTOM (TVD) INTERVAL(Top/Bot - MD) SIZE NO. HOLES PERFORATION STATUS

(A) Ferron 4,249 Open Squeezed

(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC. RECElVRO
DEPTH INTERVAL AMOUNTAND TYPE OF MATERIAL

See attached for perforation and frac information. ÛÛ
DIVOFOIL,6 MINING

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICALIMECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY Prod ucingO SUNDRY NOTICE FOR PLUGGINGANDCEMENTVERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUED ON
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31. INITIALPRODUCTION INTERVALA (As shown in item #26)
DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
7/3/2004 7/3/2004 24 RATES: 0 101 566 arli,f. lift

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
41 41 RATES: -+ 0 101 566 prod.

INTERVALB (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: , TEST PRODUCTION OIL-BBL: GAS- MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS AS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

INTERVALC (As shown in item #26)
DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

RATES: -+

CHOKE SIZE: BG. PRESS. CSG. PRESS. PI GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

INTERVALD (As shown In item #26)

DATE F1RSTPRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OlL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. PI GRAVITY BTU-GAS GAS/OIL RATIO 24 HR PRODUCTION OIL-- BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES:

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

sold
33. SUMMARYOF POROUS ZONES (include Aquifers): 34. FORMATION(Log) MARKERS:

Show all important zones ofporosity and contents thereof: Cored intervals and all drill-stem tests, including depth interval
tested, cushion used, timetool open,nowingand shut-in pressures and recoveries.

Formation Descriptions, Contents, etc. Name
(Measu

edp
Depth)

Mancos O
Benton ite 4,118
Ferron 4,249
Tun unk 4,481

36. ADDITIONALREMARKS (include plugging procedure)

36. I hereby certify that the foregoing and attached Information is complete and correct as determined from all available records.

NAME(PLEASE PRIN Kristi A. Stover TITLE Engineering Technician

SIGNATURE DATE 10/25/2004

This report must be s bmitted within 30 days of
• completing or plugging a new well • reentering a previously plugged and abandoned well
• drillinghorizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation • drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of completions if production is measured separately from twoor more formations.
**ITEM 24: Cement Top --Show how reported top(s)of cement were determined (circulated (CIR),calculated (CAL), cement bond log (CBL),temperaturesurvey (TS)).

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box145801 Fa×: 801-359-3940
Salt Lake City, Utah 84114-5801



North Bench State 42-19
API No. 43-00730907

Perforations
4" casing gun 4376' - 4384' 4 JSPF .42" HOLE 22 gm/shot 22.6" PENETRATION.

4404' - 4413' 4 JSPF .42" HOLE 22 gm/shot 22.6" PENETRATION.
4258' - 4270' 4 JSPF .42" HOLE 22 gm/shot 22.6" PENETRATION.
4281' - 4100' 4 JSPF .42" HOLE 22 gm/shot 22.6" PENETRATION
4309' - 4311' 4 JSPF .42" HOLE22 gm/shot 22.6" PENETRATION
4335' - 4339' 4 JSPF .42 HOLE 22 gm/shot 22.6"



HALLIBURTON
EXECUTIVE SUMMARY

On June 18, 2004 HES stimulated the Upper Ferron Coal & Sand on the North Bench State 42-19
with the following:

Formation: Ferron Coal & Sand
API: 43-007-30907
Top Perf: 4,258 ft
Bottom Perf: 4,339 ft
Fluid System: 20# Delta 140
Base Fluid: 8.43 Ib/gal
Breakers: GBW-30 (Enzyme)
Avg. Rate: 61 BPM
Avg. Pressure: 2,263 psi
Max. Rate: 62 BPM
Max. Pressure: 2,611 psi
Break: 1,707 psi
Total Fluid Pumped: 67,617 gal
Total Sand in Formation: 140,500 lb (16/30 Sand)
ISIP: 1,908 psi
Frac. Gradient: 0.88 psilft

There were no mechnical, electrical or fluid problems.
Pumped 500 gallons of acid ahead.
The job was flushed successfully.

Please feel free to contact me at (435) 789-2550 if you have any questions or concerns.
Thank you.

Rick Curtice
Principal Technical Professional
Halliburton Energy Services, Vernal
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HALLIBURTON
EXECUTIVE SUMMARY

On June 17, 2004, HES stimulated the Lower Ferron Coal & Sand onNorth Bench State 42-19
with the following:

Formation: Ferron Coal & Sand
API: 43-007-30907
Top Perf: 4,376 ft
Bottom Perf: 4,413 ft
Fluid System: 20# Delta 140
Base Fluid: 8.43 lb/gal
Breakers: GBW-30 (Enzyme)
Avg. Rate: 55 BPM
Avg. Pressure: 2,063 psi
Max. Rate: 62.2 BPM
Max. Pressure: 2,533 psi
Break: 3,118 psi
Total Fluid Pumped: 49,736 gal
Total Sand in Formation: 98,500 lb (16/30 Sand)
ISIP: 1,822 psi
Frac. Gradient: 0.85 psilft

There were no mechnical, electrical or fluid problems.
Pumped 500 gallons of acid ahead.
The job was flushed successfully to the bottom perfs..

Please feel free to contact me at (435) 789-2550 if you have any questions or concerns.
Thank you.

Rick Curtice
Principal Technical Professional
Halliburton Energy Services, Vernal



Westport Oil and Gas Co, L. P.

-- Drillinq Chronological
Regulatorv

Well Name:NORTH BENCH STATE 42-19
Field Name: HELPER S/T/R 19/138/11E County,State: CARBON, UT

Operator: RT OIL AND GASCOMPA Location Desc: pht and proceed in a southeaster District: U-UTAH CARBON COUN
Project AFE: 103017D AFEs Associated: / / /

D

Rig Company : Rig Name:
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

0.00 21 BUILD LOCATION & ROAD 0 0 NIH
Total: 0.00

Activity Date : 4/27/2004 Days From Spud : 1 Current Depth : 477 Ft 24 Hr. Footage Made : 477 Ft
Rig Company : Pense Bros Dnlling Company, Inc. Rig Name: Pense Bros No. 9

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 4.00 01 MOVE IN & RIG UP. 0 0 NIH

10:00 3.00 02 DRILL60' OF 14" CONDUCTOR HOLE. RUN 60' OF 12.24" STEEL CONDUCTOR. NIPPLE O 60 NIH
UP DIVERTER.

13:00 3.00 02 DRILL 11" HOLE FROM 60' TO 477'. (417' @ 139 FPH. ) 60 477 NIH
16:00 0.50 06 TRIP OUT TO RUN SUFACE CASING. 477 477 NIH
16:30 4.50 12 RUN 14 jts 8.625", 24#, J-55 CASING SET @ 467'. CEMENTED W/200 SACKS PREM - 477 477 NIH

PLUS. HAD FULL RETURNS THROUGH OUT JOB W/ APPROXIMATELY 17 bbls / 80 sacks
CEMENT TO THE PIT. ( NOTE: HAD CEMENT TRUCKS ON THE NORTH BENCH STATE #
33-32. DIDTHIS JOB AFTER THAT ONE. )

21:00 6.00 13 WAIT ON CEMENT. 477 477 NIH
3:00 2.00 14 NIPPLE UP BOP & EQUlPMENT. 477 477 NIH
5:00 1.00 15 PRESSURE TEST BOP & EQUIPMENT. 477 477 NIH

Totat 24.00

Daily Summary 31.
Activity Date : 4/28/2004 Days From Spud : 2 Current Depth : 3415 Ft 24 Hr. Footage Made : 2938 Ft
Rig Company : Pense Bros Dnlling Company, Inc. Rig Name: Pense Bros No. 9

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.00 15 PRESURE TEST BOP & EQUIPMENT 477 477 NIH
7:00 2.50 14 NIPPLE UP FLOW LINE&AIR. 477 477 NIH
9:30 1.00 06 RIG UP HAMMER & TRIP IN HOLE. TAG @ 450'. 477 477 NIH

10:30 0.50 02 DRILLCEMENT TO 477'. 477 477 NIH
11:00 16.00 02 DRILLING7.875" HOLE FROM 477' TO 3415'. (2938' @ 183.6 FPH.) 477 3415 NIH
3:00 1.00 05 ClRCULATE HOLE CLEAN. 3415 3415 NIH
4:00 2.00 06 TRIP OUT TO CHANGE BHA. 3415 3415 NIH

Total: 24.00

Page 1 of 3 Powered by Production Access



e
Well Name:NORTH BENCH STATE 42-19

,, ,
i

Field Name: HELPER S/T/R 19/138/11E County,State: CARBON, UT
Operator: RT OIL AND GAS COMPA Location Desc: 3ht and proceed in a southeaster .

District:.U-UTAH CARBON COUN

Daily Sµm ary '
- >

Activit Date : 4/29/2004 Days From Spud : 3 Current Depth : 4600 Ft 24 Hr. Footage Made : 1185 Ft
Rig Com äny: Pense Bros Dnlling Company, Inc. Rig Name: Pense Bros No. 9

Formation : Weather:

6:00 7.00 06 TRIP IN. 3415 3415 NIH
13:00 15.00 02 DRILLING FROM 3415 TO 4600' ( 1185 @ 79 FPH ) 3415 4600 NIH
4:00 1.50 05 CIRCULATE HOLE. 4600 4600 NIH
5:30 0.50 06 TRIP 14 jts. 4600 4600 NIH

Total: 24.00

Activity Date : 4/30/2004 Days From Spud : 4 Current Depth : 4600 Ft 24 Hr. Footage Made : 0 Ft
Rig Company: Pense Bros Dnllmg Company, Inc. Rig Name: Pense Bros No 9

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 12.50 21 TRIP OUT TO 4000' & TRY TO LOAD HOLE W/ POLYMER FLUlD. PUMPED 350 bbis W/ 4600 4600 NIH

NO PUMP PRESSURE OR RETURNS. TRIP UP TO 2700'. MIXEDAND PUMPED 300 bbis
OF GELLED FLUID W/ LCM. PRESSURE INCREASED TO 250 psi W/ NO RETURNS. SHUT
DOWN. TRIP BACK TO BOTTOM. TAG FILL @ 4590'. ( 10' OF FILL.)

18:30 5.00 06 TRIP OUT TO LOG. 4600 4600 NIH
23:30 4.50 11 RIG UP & LOG. LOGGERS T.D. @ 4592'. DRILLERS T.D. @ 4600'. LOG SHOWS FLUID 4600 4600 NIH

LEVEL @ 1500'.
4:00 2.00 01 RIG RELEASED @ 04:30. RIG DOWN & PREPARE TO MOVE. 4600 4600 NIH

Total: 24.00

. .2.. .

.Daily Summay
Activity Date : 5/1/2004 Days From Spud : 5 Current Depth : 4600 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Excell Dnlling Company Rig Name: Excell Drilling Rig 15

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 3.00 01 RIG DOWN & MOVE OFF. 4600 4600 NIH
9:00 5.50 01 MOVE IN WORKOVER RIG, PUMP, FLAT TANK, & 102 jts 5.5", 17#,N-80, LT&CCASING. 4600 4600 NIH

HIG UP EQUIPMENT & TALLYCASING.
14:30 1.00 21 TRAVEL TO TOWN. 4600 4600 NIH
Total: 9.50

Daily Summary -

cti Dai : 5/2/20 D
s-F-ror

: 6 CurrenÔepth4600 2 H Foot geÃaie Oi
Rig Company : Excell Dnlling Company Rig Name: Excell Dnlling Rig 15

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.00 24 TRAVEL TO LOCATION. 4600 4600 NIH
7:00 1.00 21 WAIT ON STAGE TOOL. 4600 4600 NIH
8:00 8.00 12 RUN 101 jts 5.5", 17#, N-80, LT&C CASING SET @ 4595.86' K.B. RIG UP CEMENTERS & 4600 4600 NIH

L,EMENT AS FOLLOWS: 1st STAGE W/90 SACKS CEMENT. HAD NO RETURNS
THROUGH OUT JOB WI LIFT PRESSURE @ ONLY 134 psi. PUMPED PLUG TO 1750 psi.
FLOAT HELD. DROPPED BOMB & OPENED STAGE TOOL Wl785 PSI. CEMENTED 2nd
STAGE W/260 SACKS CBM LITE, FOLLOWED Wl50 SACKS OF PREM. HAD NO
RETURNS THROUGH OUT JOB. BUMPED PLUG TO 1750 psi. TO CLOSE STAGE TOOL.
FLOAT HELD.

16:00 2.50 01 RIG DOWN & MOVE OFF. 4600 4600 NIH
Total: 12.50

Page 2 of 3 Powered by Production Access



Well Name:NORTH BENCH STATE 42- 9
Field Name: HELPER S/T/R 19/138/11E Coünty,State; CARBON, UT

Operator: RT OIL AND GAS COMPA Location Desc: 3ht and proceed in a southeaster District: U-UTAH CARBON COUN

Activity Date : 5/3/2004 Days From Spud : 7 Current Depth : 4600 Ft 24 Hr. Fòotage Made : 0 Ft
Rig Compan : Excell Dnlling Company Ri Name: Excell Dnlling Rig 15

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 24.00 24 WELL SHUT IN. 4600 4600 NIH
Total: 24.00

Formation Name Current Well Top Subsea Datu Ref
WellForpmat enc

Top r ments

.

Casina
Dateln Setting Depth Jts Run Type Size Weight Grade MINID HoleDiam TD

4/26/2004 60 1 1. Conductor 12.24 0 14 60
4/26/2004 476.4 15 3. Surface 8.625 24 0 11 477

Stage: 1, Lead, 0, 200, 2% CACL2, & 1/4#lsack FLOCELE., PREM-PLUS, 1.18, 15.6
5/1/2004 4595.84 103 5. Production 5.5 17 0 7.875 4600

Stage: 1, Lead, 0, 90, 10% CACL2,1% CALCIUM CHLORIDE, & 1/4# FLOCELE, PREM-PLUS, 1.6, 14.2
Stage: 2, Lead, 0, 260, CBM LITE LCM CEMENT, CBM LITE, 4.1, 10.5
Stage: 2, Tail, 0, 50, NEAT, PREMA G-300, 1.15, 15.8

Page 3 of 3 Powered by Production Access



Westport Oil anci Gas Co, L. P.
WelIWork AFE Chronological

Regulatory Report

Well Name : NORTH BENCH STATE 42-19
Prospect: CARDINAL DRAW AFE #: 103017D

Sec/Twp/Rge: 19 / 13S / 11E Operator: OIL AND GAS CO
API #: 4300730907 Field: HELPER Supervisor: LEBOLO

Work Type: Drilling County , St.: CARBON, UT Phone: 435-820-6794
Production Current/Expected Oil: 0 /0 Gas: 0 /0 Water: 0 /0

Job Purpose: PRODUCE GAS FROM FERRON SAND & COAL.
Wellwork Details

Date : 5/6/2004 Activity: Clean out to PBTD Rig Name: Days :1

Daily Report Summary :

TRAVEL TO LOCATION.
RIG UP WORKOVER RIG, INSTALL WELLHEAD & BOP. MOVE IN & SPOT 2.875", 6.5#, N-80, EUE 8rd
YELLOW BAND TUBING.
TALLY& RUN 110 jts 2.875", 6.5#, N-80, EUE 8rd YELLOW BAND TUBING & 17 jts 2.875", 6.5#, N-80,
EUE 8rd WHITE BAND TUBING. TAG @ 3981.71' K.B.
RIG UP PUMP & POWER SWlVEL.
PUSHED PLUG DOWN TO 4036'. DRILLED WIPER PLUG & STAGE TOOL TO 4040.20'. PRESSURE
TESTED CASING TO 1550 psi FOR 15 MIN.
RIGDOWN POWER SWlVEL & PUMP.
TRIP IN W/ 2.875" TUBING TO 4273.81'.
MOVE & TALLYREST OF TUBING. SHUT DOWN FOR NIGHT.
TRAVEL TO TOWN.

NOTE: HAD TO SORT WHITE BAND FROM YELLOW BAND TUBlNG. TUBING WAS LOADED IN A
HAPHAZARD MANNER.

Daily Report Detail:

TRAVEL TO LOCATION.
RIG UP WORKOVER RIG, INSTALL WELLHEAD & BOP. MOVE IN & SPOT 2.875", 6.5#, N-80, EUE 8rd
YELLOW BAND TUBING.
TALLY& RUN 110 jts 2.875", 6.5#, N-80, EUE 8rd YELLOW BAND TUBING & 17 jts 2.875", 6.5#, N-80,
EUE 8rd WHITE BAND TUBING. TAG @ 3981.71' K.B.
RIG UP PUMP & POWER SWIVEL.
PUSHED PLUG DOWN TO 4036'. DRILLED WIPER PLUG & STAGE TOOL TO 4040.20'. PRESSURE
TESTED CASING TO 1550 psi FOR 15 min.
RIG DOWN POWER SWlVEL & PUMP.
TRIP IN W/ 2.875" TUBING TO 4273.81'.
MOVE & TALLYREST OF TUBING. SHUT DOWN FOR NIGHT.
TRAVEL TO TOWN.

NOTE: HAD TO SORT WHITE BAND FROM YELLOW BAND TUBING. TUBING WAS LOADED IN A
HAPHAZARD MANNER.

From 6:00 To 7:00 1 hs Category/Rmks: : TRAVEL TO LOCATION.
From 7:00 To 9:30 .5 hr Category/Rmks: : RIG UP WORKOVER RIG, INSTALLWELLHEAD & BOP. MOVE IN & SPOT

2.875", 6.5#, N-80, EUE 8rd YELLOW BAND TUBING.
From 9:30 To 14:30 5 hrs Category/Rmks: : TALLY& RUN 110 jts 2.875", 6.5#, N-80, EUE 8rd YELLOW BAND TUBING &

17 |ts2.875", 6.5#, N-80, EUE 8rd WHITE BAND TUBING. TAG @ 3981.71' K.B.
From 14:30 To 15:30 1 hrs Category/Rmks: : RIG UP PUMP & POWER SWIVEL.
From 15:30 To 17:00 .5 hr Category/Rmks: : PUSHED PLUG DOWN TO 4036'. DRILLED WIPER PLUG & STAGE TOOL TO

4040.20'. PRESSURE TESTED CASING TO 1550 psi FOR 15 MIN.
From 17:00 To 17:30 3.5 hre Category/Rmks: : RIG DOWN POWER SWIVEL & PUMP.
From 17:30 To 18:00 3.5 hre Category/Rmks: : TRIP IN W/2.875" TUBING TO 4273.81'.
From 18:00 To 18:30 3.5 hrt Category/Rmks: : MOVE & TALLY REST OF TUBING. SHUT DOWN FOR NIGHT.
From 18:30 To 19:30 1 hrs Category/Rmks: : TRAVEL TO TOWN.
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Well Name : NORTH BENCH STATE 42-19
Prospect: CARDINAL DRAW AFE #: 103017D

Sec/Twp/Rge: 19 / 13S / 11E - Operator: OIL AND GAS CO
API #: 4300730907 Field: HELPER Supervisor: LEBOLO

Work Type: Drilling | County , St.: CARBON, UT Phone: 435-820-6794
Production Current/ Ixpected Oll: 0 / 0 Gas: 0 /0 Water: 0 / 0

Job Purpose : PRODUCE GAS FROM FERRON SAND & COAL.
Date : ) 5/7/2004 Activity: WIRELINE Rig Name: Days :2

Daily Report Summary :

TRAVEL TO LOCATION.
TRIP IN W/ TUBING. TAGGED PBTD @ 4544.84' K.B. FIGURED CASING PBTD @ 4548.44' K.B.
TOTAL IN HOLE: BIT =

.37, BIT SUB = 1.35', 110 jts 2.875", 6.5#, N-80, EUE 8rd YELLOW BAND
TUBING = 3433.27', & 36 jts 2.875", 6.5#, N-80, EUE 8rd, WHITE BAND TUBING = 1108.85'.
TRIP OUT TO RUN CEMENT BOND LOG.
RIG UP & RUN CEMENT. HAVE 100% BOND FROM PBTD (4544.84') TO 4112'.
TRIP IN W/ TUBING & TRIP OUT LAYlNG DOWN SAME.
RIG DOWN & MOVE OFF.
TRAVEL TO TOWN.

Daily Report Detail:

TRAVEL TO LOCATION.
TRIP IN W/ TUBING. TAGGED PBTD @ 4544.84' K.B. FIGURED CASING PBTD @ 4548.44' K.B.
TOTAL IN HOLE: BIT =

.37',
BIT SUB = 1.35', 110 jts 2.875", 6.5#, N-80, EUE 8rd YELLOW BAND

TUBING = 3433.27', & 36 jts 2.875", 6.5#, N-80, EUE 8rd, WHITE BAND TUBING = 1108.85'.
TRIP OUT TO RUN CEMENT BOND LOG.
RIG UP & RUN CEMENT. HAVE 100% BOND FROM PBTD (4544.84') TO 4112'.
TRIP IN W/ TUBING & TRIP OUT LAYlNG DOWN SAME.
RIG DOWN & MOVE OFF.
TRAVEL TO TOWN.

From 6:00 To 7:00 1 hrs Category/Rmks: : TRAVEL TO LOCATION.
From 7:00 To 7:30 .5 hr Category/Rmks: : TRIP IN W/ TUBING. TAGGED PBTD @ 4544.84' K.B. FIGURED CASING PBTD

@ 4548.44' K.B. TOTAL IN HOLE: BIT =
.37',

BIT SUB = 1.35', 110 jts 2.875",
6.5#, N-80, EUE 8rd YELLOW BAND TUBING = 3433.27', & 36 jts 2.875", 6.5#, N-
80, EUE 8rd, WHITE BAND TUBING = 1108.85'.

From 7:30 To 9:00 1.5 hre Category/Rmks: : TRIP OUT TO RUN CEMENT BOND LOG.
From 9:00 To 12:00 3 hrs Category/Rmks: : RIG UP & RUN CEMENT. HAVE 100% BOND FROM PBTD ( 4544.84') TO

4112'.
From 12:00 To 15:30 3.5 hr, Category/Rmks: : TRIP IN W/ TUBING & TRIP OUT LAYINGDOWN SAME.
From 15:30 To 16:30 1 hrs Category/Rmks: : RIG DOWN & MOVE OFF.
From 16:30 To 17:30 1 hrs Category/Rmks: : TRAVEL TO TOWN.
Date : 5/10/2004 Activity: Shut in Rig Name: Days :5

Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Category/Rmks: : WELL SHUT IN, WAITING ON COMPLETION.

Date : 5/12/2004 | Activity: Shut in Rig Nami Days :7

Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Category/Rmks: : WELL SHUT IN.

Date:) 5/13/2004 |Activity: Shutin RigName: Days:8
Daily Report Summary: DELIVER FRAC VALVE.

Daily Report Detail: DELIVER FRAC VALVE.
From To 0 hrs Category/Rmks: : DELIVER FRAC VALVE.

Date: 5/28/2004 Activity: |Install equip. Rig Name: Days:23
Daily Report Summary: INSTALL FRAC VALVE.

Daily Report Detail: INSTALL FRAC VALVE.
From To 0 hrs Category/Rmks: : SHUT IN.
From To 0 hrs Category/Rmks: : INSTALL FRAC VALVE.
From To 0 hrs Category/Rmks: : SHUT IN.
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Well Name : NORTH BENCH STATE 42-L
Prospect: CARDINAL DRAW AFE #: 103017D

Sec/Twp/Rge: 19 / 13S / 11E Operator: OIL AND GAS COh!
API #: 4300730907 Field: HELPER Supervisor: LEBOLO

Work Type: Drilling County , St.: CARBON, UT Phone: 435-820-6794
Prõduction Current/Expected Oll: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Job Purpose : PRODUCE GAS FROM FERRON SAND & COAL.
Datp : 6/4/2004 Activity: wait on frac RÌgNinte DáyÙ30
Daily Report Summary :

Daily Report Detail: WELL SHUT IN WAIT ON FRAC.
Date : 6/5/2004 Activity: PREPARE FOR FRAC Rig Narne Days : 31
Daily Report Summary :

Daily Report Detail:
Date: 6/9/2004 Activity: WAIT ON PRODUCTION EQUIP Rig Name: Days:35
Daily Report Summary: SHUT IN, WAITING ON PRODUCTION HOOK UP.

Daily Report Detail: SHUT IN, WAITING ON PRODUCTION HOOK UP.
From 6:00 To 6:00 24 hrs Category/Rmks: : SHUT IN, WAITING ON PRODUCTION HOOK UP.

Date: 1 6/18/2004 Activity: Perf & Frac | Rig Name: Days:44
Daily Report Summary: PERFORATED & FRACED FERRON SAND & COAL.

Daily Report Detail:
WELL SHUT IN.
RIG UP & PERFORATE 1st STAGE AS FOLLOWS:
4376' - 4384' 4 JSPF .42" HOLE 22 gm/shot 22.6" PENETRATION.
4404' - 4413' 4 JSPF .42" HOLE 22 gm/shot 22.6" PENETRATION.
RIG DOWN SCHLUMBERGER.
WELL SHUT IN. MOVE IN FRACEQUIPMENT.
FRAC STAGE # 1
RIG UP SCHLUMBERGER & SET COMPOSITE FRAC PLUG @ 4358'.
PERFORATE FOR 2nd STAGE AS FOLLOWS:
4258' - 4270' 4 JSPF .42" HOLE 22 gm/shot 22.6" PENETRATION.
4281' - 4100' 4 JSPF .42" HOLE 22 gm/shot 22.6" PENETRATION.
4309' - 4311' 4 JSPF .42" HOLE 22 gm/shot 22.6" PENETRATION.
4335' - 4339' 4 JSPF .42" HOLE 22 gm/shot 22.6" PENETRATION.
RG DOWN SCHLUIVBERGER & SHUT DOWN FOR NIGHT.

From 6:00 To 8:30 2.5 hre Category/Rmks: : WELL SHUT IN.
From 8:30 To 0 hrs Category/Rmks: : RIG UP & PERFORATE FOR STAGE #1 AS FOLLOWS:

From 8:30 To 10:30 2 hrs Category/Rmks: : RIG UP & PERFORATE 1st STAGE AS FOLLOWS:
From To 0 hrs Category/Rmks: : 4376' - 4384' 4 JSPF .42" HOLE 22 gm/shot 22.6" PENETRATION
From To 0 hrs Category/Rmks: : 4404' - 4413' 4 JSPF .42" HOLE 22 gm/shot 22.6" PENETRATION.

From 10:30 To 11:30 1 hrs Category/Rmks: : RIG DOWN SCHLUMBERGER.
From 11:30 To 16:00 ‡.5 hre Category/Rmks: : WELL SHUT IN. MOVE IN HALLIBURTON FRAC EQUlPMENT.
From 16:00 To 17:00 1 hrs Category/Rmks: : FRAC STAGE # 1

From 17:00 To 0 hrs Category/Rmks: : RIG UP SCHLUMBERGER & SET COMPOSITE FRAC PLUG @ 4358'.
From To 0 hrs Category/Rmks: : PERFORATE FOR 2nd STAGE AS FOLLOWS:
From To 0 hrs Category/Rmks: : 4258' - 4270' 4 JSPF .42" HOLE 22 gm/shot 22.6" PENETRATION.
From To 0 hrs Category/Rmks: : 4281' - 4100' 4 JSPF .42" HOLE 22 gm/shot 22.6" PENETRATION.
From To 0 hrs Category/Rmks: : 4309' - 4311' 4 JSPF .42" HOLE 22 gm/shot 22.6" PENETRATION.
From To 0 hrs Category/Rmks: : 4335' - 4339' 4 JSPF .42" HOLE 22 gm/shot 22.6" PENETRATION.
From To 4 hrs Category/Rmks: : RIG DOWN SCHLUMBERGER & SHUT DOWN FOR NIGHT.

naje: 6/19/2004 Activity: Frac Rig Name: Daysj45
Daily Report Summary: FRAC2nd STAGE. SHUT WELL IN UNTILLMONDAY 6/21/04.

Daily Report Detail: FRAC2nd STAGE SHUT WELL IN UNTILLMONDAY6/21/04.
From 6:00 To 6:30 .5 hrt Category/Rmks: : WELL SHUT IN.
From 6:30 To 7:30 1 hrs Category/Rmks: : FRAC 2nd STAGE.
From 7:30 To 6:00 2.5 hr Category/Rmks: : WELL SHUT IN.
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Well Name : NORTH BENCH STATE 42-19
Prospect: CARDINAL DRAW 103017D

Sec/Twi¢/Rge: 19 / 13S / 11E OIL AND GAS CO
API #: 4300730907 Field: HELPER LEBOLO

Nork Typå: Drilling ColÏritý, St ; CARBON, UT 435-820-6794
PrÒduptioriCurrent/ :xpected Oil:) 0 / 0 0 / 0 0 / 0

JotiPúgidse : PRODUCE GAS FROM FERRON SAND & COAL.
Date ; 6/20/2004 Activity: MIRU Rig Name:
Daily Report Summary :

MOVE IN & RIG UP. SHUT DOWN FOR SUNDAY
Daily Report Detail:

MOVE IN & RIG UP. SHUT DOWN FOR SUNDAY
From 11:30 To 12:30 1 hrs Category/Rmks: : MOVE IN & RIG UP. SHUT DOWN FOR SUNDAY
From 12:30 To 13:30 1 hrs Category/Rmks: : CREW TRAVEL.
Date : 6/22/2004 Activity: DRILL OUT PLUG . Rig Name: |Excell Drilling Rig 15 Days :48

Daily Report Summary: PICK UP & RIH W/ BIT & TUBING. DRILL OUT FRAC PLUG & CLEAN TO PBTD.
Daily Report Detail:

CREW TRAVEL & SAFETY MEETING.
HELP LOAD TUBING @ WATER DISPOSAL LOCATION.
NIPPLE DOWN FRAC VALVE & UP BOP 7 EQUIPMENT.
TRIP IN W/ BIT, BIT SUB & 2 7/8" TUBING.
WORK ON TONGS.
TRIP IN W/ REST OF TUBING. TAG @ 4298.94'. 59' OF FILL ON TOP OF FRAC PLUG.
RIG UP SWIVEL & WASHINGTON HEAD.
WASH DOWN TO TOP OF COMPOSITE PLUG @ 4358' & DRILL PLUG.
TRIP IN W/ TUBING & TAG @ 4438.66'.
DRILLTO 4441' & WASH TO PBTD OF 4544'.
ClRCULATE HOLE CLEAN W/ AIR / MIST & RIG DOWN SWIVEL & MIST UNIT.
LAYDOWN 11 jts TUBING & SHUT WELL IN FOR NIGHT.
CREW TRAVEL.

From 6:00 To 7:00 1 hrs Category/Rmks: : CREW TRAVEL & SAFETY MEETING.
From 7:00 To 7:30 3.5 hre Category/Rmks: : HELP LOAD TUBING @ WATER DISPOSAL LOCATION.
From 7:30 To 9:30 2 hrs Category/Rmks: : NIPPLE DOWN FRAC VALVE & UP BOP 7 EQUIPMENT.

From 9:30 To 12:30 3 hrs Category/Rmks: : TRIP IN W/ BIT, BIT SUB & 2 7/8" TUBlNG.
From 12:30 To 13:30 1 hrs Category/Rmks: : WORK ON TONGS.
From 13:30 To 14:30 1 hrs Category/Rmks: : TRIP IN W/ REST OF TUBING. TAG @ 4298.94'. 59' OF FILL ON TOP OF

FHAC PLUG.
From 14:30 To 15:00 J.5 hre Category/Rmks: : RIG UP SWIVEL & WASHINGTON HEAD.
From 15:00 To 16:30 1.5 hre Category/Rmks: : WASH DOWN TO TOP OF COMPOSITE PLUG @ 4358' & DRILL PLUG.
From 16:30 To 17:00 3.5 hre Category/Rmks: : TRIP IN W/ TUBING & TAG @ 4438.66'.
From 17:00 To 18:30 1.5 hre Category/Rmks: : DRILLTO 4441' & WASH TO PBTD OF 4544'.
From 18:30 To 19:00 3.5 hre Category/Rmks: : CIRCULATE HOLE CLEAN W/ AIR / MIST & RIG DOWN SWIVEL & MIST UNIT.
From 19:00 To 19:30 3.5 hre Category/Rmks: : LAYDOWN 11 jts TUBING & SHUT WELL IN FOR NIGHT.
From 19:30 To 20:30 1 hrs Category/Rmks: : CREW TRAVEL.
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Well Name : NORTH BENCH STATE 42-19
Prospect: CARDINAL DRAW AFE #: 103017D

Sec/Twp/Rge: 19 / 13S / 11E Operator: OIL AND GAS CO
API #: 4300730907 Field: HELPER Supervisor: LEBOLO

Work Type: Drilling County , St.: CARBON, UT Phone: 435-820-6794
Production Current/Expected Oil: 0 / 0 GAN O/ 0 Water: 0 / 0

Job Purpose: PRODUCE GAS FROM FERRON SAND & COAL.
Date : 6/23/2004 Activity: RIH W/ tbg & rods RifÑåne:Excell Drilling Rig 15 Days 49
Daily Report Summary: RUN TUBING, PUMP & RODS. SEATED PUMP & SET DRIVE HEAD.

Daily Report Detail:
CREW TRAVEL & SAFETY MEETING.
POOH W/ TUBING & BIT.
RIH W/ PRODUCTION TUBING AS FOLLOWS:
6- jts 2 3/8", 4.6#, J-55, EUE 8rd, TUBING W/ MULE SHOE BOTTOM = 177.87'
1- 43D RH TAC W/ 50000# SHEAR PINS = 3.09'
1- 2 3/8" X 2 7/8" CROSS OVER =

.75'

1- R&MMOYNO TRAX P.C. PUMP STATOR = 29.06'
1- 2 7/8", 6.5#, J-55, EUE 8rd TUBING SUB = 4.06'
134- jts 2 7/8", 6.5#, J-55, EUE 8rd TUBING = 4216.91'
K.B. = 7.00'
RIG DOWN BOP & EQUIPMENT. SET ANCHOR W/ 15000# TENSION.
TOP OF STATOR @ 4227.97'. ANCHOR @ 4257.78'. END OF TUBING @ 4438.74'
APPROXIMATE RAT HOLE OF 106.13'.
RIG DOWN BOP & EQUIPMENT. SET ANCHOR W/ 15000# TENSION. TOP OF STATOR @ 4227.97'.
ANCHOR @ 4257.78'. END OF TUBING @ 4438.74'. APPROXIMATE RAT HOLE OF 106.13'.
RIG UP TO RUN PUMP & RODS.
RUN PUMP & RODS AS FOLLOWS:
1- P.C. MOYNOTRAX ROTOR = 24.21'
1- 1" X 25' NORRIS 78 PLANE ROD = 25.00'
167- 1" X 25' NORRIS 78 RODS W/ SPIN THRU GUIDES = 4175'
1- 1" X 6' PONY ROD
1- 1 1/2" X 22' POLISH ROD = 22.00'
SEATED ROTOR, INSTALLED MOTOR & DRIVE HEAD.
CREW TRAVEL.

From 6:00 To 7:00 1 hrs Category/Rmks: : CREW TRAVEL & SAFETY MEETING.
From 7:00 To 9:00 2 hrs Categoly/Rmks: : POOH W/ TUBING & BIT.

From 9:00 To 10:30 1.5 h Category/Rmks: : RlH W/ PRODUCTION TUBING AS FOLLOWS: 6- jts 2 3/8", 4.6#, J-55, EUE
8rd, TUBING W/ MULE SHOE BOTTOM = 177.87', 1- 43D RH TAC W/ 50000#
SHEAR PINS = 3.09', 1- 2 3/8" X 2 7/8" CROSS OVER =

.75',

1- R&MMOYNO
TRAX P.C. PUMP STATOR = 29.06', 1- 2 7/8", 6.5#, J-55, EUE 8rd TUBING SUB =

4.06', 134- jts2 7/8", 6.5#, J-55, EUE 8rd TUBING = 4216.91, K.B. = 7.00'
From 10:30 To 11:30 1 hrs Categoty/Rmks: : RIG DOWN BOP & EQUIPMENT. SET ANCHOR W/ 15000# TENSION. TOP OF

STATOR @ 4227.9T. ANCHOR @ 4257.78'. END OF TUBING @ 4438.74'.
APPROXIMATE RAT HOLE OF 106.13'.

From 11:30 To 12:30 1 hrs Category/Rmks: : RIG UP TO RUN PUMP & RODS.
From 12:30 To 15:30 3 hrs Category/Rmks: : RUN PUMP & RODS AS FOLLOWS: 1- P.C. MOYNO TRAX ROTOR = 24.21',

1- 1" X 25' NORRIS 78 PLANE ROD = 25.00', 167- 1" X 25' NORRIS 78 RODS W/
SPIN THRU GUIDES = 4175', 1- 1" X 6' PONY ROD, & 1- 1 1/2" X 26' POLISH
ROD = 26.00'.

From 15:30 To 16:30 1 hrs Category/Rmks: : SEATED ROTOR, INSTALLED MOTOR & DRIVE HEAD.
From 16:30 To 17:30 1 hrs Category/Rmks: : CREW TRAVEL.
Date 6/24/2004 Activity: RDMO Rig Nürne: Excell Drilling Rig 15 Days 50
Daily Report Summary : RIG DOWN & MOVE TO OFF.

Daily Report Detail: RIG DOWN & MOVE TO OFF.
From 6:00 To 7:00 1 hrs Category/Rmks: : CREW TRAVEL.
From 7:00 To 8:30 .5 hr Category/Rmks: : RIG DOWN & MOVE TO OFF.

Casin=
Dateln Setting Depth Jts Run Type Size Weight Grade MINID HoleDiam TD

4/26/2004 60 1 1. Conductor 12.24 0 14 60
4/26/2004 476.4 15 3. Surface 8.625 24 0 11 477

Stage: 1, Lead, 0, 200, 2% CACL2, & 1/4#lsack FLOCELE., PREM-PLUS, 1.18, 15.6
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Well Name : NORTH BENCH STATE 42-19
Prospect: CARDINAL DRAW ÉËËÑ: 103017D

Sec/Twp/Rge: 19 / 13S / 11E Sfifon OIL AND GAS CO
API #: 4300730907 . Field: HELPER i i LEBOLO

Work Type: Dniling County , St.: CARBON, UT 435-820-6794
Productio'n Current/ lxpected OiÏ: 0 / 0 Gas: 0 / 0 0 / 0

Job Purpose :|PRODUCE GAS FROM FERRON SAND & COAL.
5/1/2004 4595.84 103 5. Production 5.5 17 0 7.875 4600

Stage: 1, Lead, 0, 90, 10% CACL2,1% CALCIUM CHLORIDE, & 1/4# FLOCELE, PREM-PLUS, 1.6, 14.2
Stage: 2, Lead, 0, 260, CBM LITE LCM CEMENT, CBM LITE, 4.1, 10.5
Stage: 2, Tail, 0, 50, NEAT, PREMA G-300, 1.15, 15.8

Perforation

6/18/2004 Ferron Coal Open 4376 4384 4
6/18/2004 Ferron Coal Open 4404 4413 4
6/18/2004 Ferron Coal Open 4258 4270 4
6/18/2004 Ferron Coal Open 4281 4286 4
6/18/2004 Ferron Coal Open 4309 4311 4
6/18/2004 Ferron Coal Open 4335 4339 4
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Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET

2. CDW
X Change of Operator (Well Sold) Operator Name Change/Merger

The operator of the well(s) listed below has changed, effective: 1/6/2006
FROM: (Old Operator): TO: ( New Operator):
N211S-Westport Oil & Gas Co., LP N2995-Kerr-McGee Oil & Gas Onshore, LP

1368 South 1200 East 1368 South 1200 East
Vernal, UT 84078 Vernal, UT 84078

Phone: 1-(435) 781-7024 Phone: 1-(435) 781-7024

CA No. Unit:
WELL NAME SEC TWN RNG API NO ENTITY EASE WELL WELL

NO PE TYPE STATUS

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 5/10/2006
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 5/10/2006
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 3/7/2006
4a. Is the new operator registered in the State of Utah: YES Business Number: 1355743-0181

4b. If NO, the operator was contacted contacted on:
5a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
Sb. Inspections of LA PA state/fee well sites complete on: n/a
Sc. Reports current for Production/Disposition & Sundries on: ok

6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM 3/27/2006 BIA not yet

7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: 3/27/2006

8. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: n/a

9. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on:

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 5/15/2006
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 5/15/2006
3. Bond information entered in RBDMS on: 5/15/2006
4. Fee/State wells attached to bond in RBDMS on: 5/16/2006
5. Injection Projects to new operator in RBDMS on:
6. Receipt of Acceptance of Drilling Procedures for APD/New on: n/a Name Change Only
BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: COl203
2. Indian well(s) covered by Bond Number: RLB0005239
3. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number RLBOOO5236
a. The FORMER operator has requested a release of liability from their bond on: n/a rider added KMG

The Division sent response by letter on:
LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: 5/16/2006
COMMENTS:

KMG (Westport) FORM A.xis



Form 3 160-5 UNITED STATES FORM APPROVED
(August 1999) OMB No, 100M135DEPARTMENT OF THE INTERIOR ExplosJnovember30,2000

BUREAU OF LAND MANAGEMENT 5. Lease SerialNo.
SUNDRYNOTICESANDREPORTSONWELLS MULTIPLE LEASES

Do not use this fortn for proposals to drlII or reenter an 6. If indian, Allottee or Tribe Name
abandoned well. Use Form 3160-3 (APD)for such proposals.

7. If Unit or CA/Agreement, Name and/or No.
SUBMITIN TRIPLICATE- Other instructions on reverse side

I. Type of Well

O on weli U Gas Well O Other 8. Well Name and No.
2. NameofOperator MUTIPLEWELLS
KERR-McGEEOIL &GAS ONSHORELP 9. API WellNo.
3a. Address 3b. Phone No. (include area code)
1368 SOUTH 1200 EAST VERNAL,UT 84078 (435) 781-7024 10. Field and Pool, or ExploratoryArea
4. Location of Well (Footage. Sec., T. R., M, or SurveyDescription)

11. County or Parish, State
SEE ATTACHED

UINTAHCOUNTY,UTAH

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Q Acidize O Deepen Q Production (Start/Resume) O Water Shut-Off

O sitercasing O eractureTreat O acciamation wenintes,
Subsequent Repon Q Casing Repair O New Construction Q Recomplete Other CHANGEOF

O Change Plans O Plug and Abandon O Temporarily Abandon OPERATOR
O Final Abandonment Notice O Convert to Injection Q Plug Back Q WaterDisposal

13. DescribeProposedor CompletedOperations(clearlystate all pertinentdetails,includingestimated startingdate of anyproposedwork andapproximatedurationthereof -

If the proposal is to deepen directionallyor recomplete horizontally,give subsurfacelocationsand measured and true vertical depths of all pertinentmarkers and zones.
Attach the Bond underwhich the work will be performedor providethe BondNo en Blewith BLM/BIA Requiredsubsequentreportsshall be filed within30 days
followingcompletionof the involvedoperations. If the operationresultsin a multiple completionor recompletionin a new interval,a Form316¾ shallbe filedonce
testing has been completed. Final AbandonmentNotiœsshall be filed only after all requirements,including reclamation, have been complaed, and the operatorhas
determinedthat the site is readyfor finalinspection.

PLEASE BE ADVISED THAT KERR-McGEE OIL&GAS ONSHORE LP, IS CONSIDERED TO BE THE RECElVED
OPERATOR OF THE ATTACHED WELL LOCATIONS. EFFECTIVE JANUARY 6, 2006.
KERR-McGEEOIL & GAS ONSHORE LP, IS RESPONSIBLE UNDER TERMS ANDCONDITIONs MAYl 0 2006
OF THE LEASE(S) FOR THE OPERATIONS CONDUCTED UPON LEASELANDS. BOND COVERAGE
IS PROVIDED BY STATE OF UTAH NATIONWIDE BONDNO. RLBOOO5237. lW OFOIL,GAS&MININGum som aanos APPROVEDj f/L6

Na Printed/Typed) Title EarleneRussell,EnginooringTechnician
Y AY DRILLINGMANAGER

i ture / Date
May9, 2006

• l THIS SPACE FOR FEDERALOR STATE USE
Approved by Title Date

Corditionsof approval, ifany, are attached Approval of thisnotice does notwarrant or Office
certify thatthe applicant holds legal or equitable titleto thoserights in the subject lease
which would entitle theapplicant toconduct operations thereon.

Title 18U.S.C.Section 1001, make it a crime forany personknowinglyand willfullyto make to any departmentor agencyof the UnitedStatesany
false,fictitiousor fraudulentstatementsor representationsas toanymatterwithinitsjurisdiction,

Unstructionson



• Forrn3 160-5 UNITED STATES FŒM APPROVED
(August 1999) OMBNo. 1004-0135

DEPARTMENT OF THE INTERIOR Expim Jnovemter30,2000
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICESAND REPORTS ON WELLS MULTIPLELEASES
Do not use thIsform for proposals to drill or reenter an 6. IfIndian,AllotteeorTribeName
abandoned well. Use Form 3160-3 (APD)for such proposals.

7. If Unit or CA/Agreement, Name and/or No.
SUBMITIN TRIPLICATE- Other instructions on reverse side

l. Type of Well

O oil weli O Gas Well O Other 8. Well Name and No.
2. Name of Operator MUTIPLEWELLS
WESTPORT OIL & GAS COMPANY L.P. 9. API Well No.
3a. Address 3b, Phone No. (include area code)

1368 SOUTH 1200 EAST VERNAL, UT 84078 (435) 781-7024 10. Field and Pool, or Exploratory Area
4. Location of Well (Footage. Sec.. T..R.. M. or Survey Description)

11. County or Parish, State
SEE ATTACHED

UINTAHCOUNTY, UTAH

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, R iPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Q Acidize O Deepen Q Production (Start/Resume) Water Shut-Off

O ^ite, casing O Fracture Treat Q Reclamation Well Integrity
Subsequent Report Q Casing Repair O New Constuction Q Recomplete Other CHANGEOF

O Change Plans O Plug and Abandon Q Temporarily Abandon OPERATOR
O Final Abandonment Notice O Conven to Injection Q Plug Back Q Water Disposal

13. DescribeProposedor CompletedOperations(clearlystate all pertinentdetails,includingestimatedstartingdate of anyproposedwork andapproximatedumtionthereof
If the proposalis to deepen directionally or recomplete horizontally,give subsurfacelocationsand measured andtrue verticaldepthsof all pertinot markersand zones.
Attadi the Borx!under which the work will be performedor providethe BondNo. on file with BLM/BIA Requiredsubsequentreportsshallbe filed within30days
followingcompletionof the involval operations. If the operation results in a multiplecompletionor recompletion in a new interval,a Form316¾ shallbe filedonce
testing has beencompleted. Final AbandonmentNotiœs shall be filed only after all requirements,includingreclamation,have been completed,and the operatorhas
determinedthat the site isready for finalinspection.

EFFECTIVE JANUARY 6, 2006, WESTPORT OIL & GAS COMPANY L.P., HAS RELINQUISHED
THE OPERATORSHIP OF THE ATTACHED WELL LOCATIONS TO KERR-McGEE OIL & GAS
ONSHORELP.

APPROVEDJ /,.#,,/L RECEIVEDOMÂwi MAY1O2006Division of011,OasandMining
BarleneRussell, EngineeringMio p\v rWQR.,GM&MININQ14. I hereby certify that the foregoing is true and correct

Name (Printed/Typed) Title
BRAD LANEY ENGINEERING SPECIALIST
Signature Date

May 9, 2006
THIS SPACE FOR FEDERAL OR STATEUSE

Ap ed byg Title Date

Corditiom of appio ifa
, are a Approval of thisnotice does not warrant or Office

certify thatthe applicant holdsleg uitable titleto thoserights in the subject lease
which would entitle the applicant to conduct operations thereon.

Title 18U.S.C.Section 1001,make it a crime for any person knowinglyand willfully to make to any departmentor agencyof the UnitedStatesany
false,fictitiousor fraudulentstatementsor representationsas to anymatterwithin itsjurisdiction.

(Instructions on
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